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11.2 LOW PRESSURE SAFETY 3. To transfer refueling water from‘the RWT to
INJECTION SYSTEM ' *  the refueling pool and to return the water to

’ the tank following réfueling activities. =~
S The primary function of the LPSI system is to
1. State the purpose of the low pressure safety *~ Provide’ 'a-low pressure;-‘high “volume . safety
‘i‘nje‘ctio'n (LPSI) system. S t injection to ‘cool- the.core following -a loss of
’ " coolant accident during the injection phase. The

2. Describe _ the LPSI ﬂow paths mcludmg ~LPSI system is “automatically - secured "in the
suction supphes dlscharge pomts, and major” rec1rculat10n phase of .the LOCA; however, the

components during the following operatlons - “system may be manually aligned to provide a heat
" sink for long term core coohng

a. Power'oper’ations x R

b. Shutdown cooling B """ The secondary functlon of the LPSI system is
c. Injection phase, to complete the cool down of the RCS and to
d. Recirculation phase’ T " 7% maintain the proper' RCS temperatures while

shutdown. This mode : of . operation is' called

3. State the purpose of the shutdown cooling heat ~shutdown cooling. In the shutdown cooling mode
exehangerS, whcn the heat exchangers are Of Operation, the LPSI System Will take a Suction
used, and’ the cooling medrum for the heat " from one (1) of the two (2) RCS hot legs and will
exchangers. - « discharge the "hot ‘RCS ‘fluid -to .the shutdown

. cooling heat’ exchangers ~ which are normally

. Explam why RCS pressure ‘and’ temperature ‘connected . to " the- containment” spray pump

limits are placed on the initiation of shutdown _ /discharge” header. The shutdown cooling heat
cooling. ~ exchangers -transfer the RCS decay heat to the

BRI T -~ component cooling water (CCW) system. ‘From

5. Explain how the LPSI system is protectéd "the * outlet ' of - the - shutdown cooling - heat
against over pressunzatron while operatlng in” "= 'exchangers, the water is retumed to.the RCS via

the shutdown cooling mode of operation. the n°fmal LPSI dlSChafge plpmg -
11.2.1 Introduction” -~ - S The ﬁnal functlon of the LPSI system s to
- T S i «.° transfer- water. to..and 'from .the RWT- during

- _refueling * ‘operations.: During" refueling, the

+ .- refueling ~pool "is flooded to allow safe fuel
handling activities. -Water is transferred from the

= RWT to the refueling pool-via the LPSI pumps
and . piping. Once the' refueling activities are

_ The purooses of the LPSI’system aref

1.: ’To serve as the low pressure 1njectlon '
portron of the emergency core coolmg
system (ECCS) following a loss of

‘coolant acc1dent (LOC A), ' f. e comp]eted,‘the water is returned to the RWT.
2. To remove heat from the RCS during 11 22 System DeSCl'lPUOH S
normal cool down and maintain proper coolant’ o
e temperatures during maintenance and The: LPSI system as shown in Frgure 11.2-1,
" refueling, and consists of a suction supply from the RWT, two
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(2) LPSI pumps, and four (4) RCS injection
points. During power operations, the LPSI system
is aligned for its accident mode of operation with
the suction supply valves from the RWT open and
the four (4) injection valves closed. ; If a LOCA
occurs, the LPSI pumps will be started by a safety
injection actuation signal (SIAS) The SIAS will
also open the four (4) injection valves. The pumps
will recirculate water back to the RWT until RCS
pressure drops to below the, shut-off head of the
pumps (approximately 180 psia).- Once the RCS
has depressurized below this value, flow from the
LPSI system starts to provide core cooling. The
pumps will continue to provide flow to the RCS
until a low RWT level is reached and a recircula-
tion actuation signal’ (RAS) is generated. The
RAS stops the LPST pumps.

The LPSI shutdown cooling alignment is
shown in Figure 11.2-2. After RCS temperature
and pressure are reduced to < 300°F and 270 psia,
the shutdown cooling heat exchangers are valved
into_ the discharge of the LPSI pumps, and the
suction supply from the RCS hot leg is
established. Water is circulated from the RCS,
through the shutdown cooling heat. exchangers,

and back to the LPSI discharge piping. The return

flow to the RCS is controlled by two (2) valves, a
flow control valve on the discharge of the LPSI
pumps that is set to control a constant flow, and
the- other on the outlet of the shutdown cooling
heat exchangers. The two (2) valves are used to
control RCS temperature in the shutdown cooling
* mode of operation. . For example, if the
temperature of the RCS is to be-decreased, the
control valve on the outlet of the heat exchangers
is opened to route additional flow through the heat
exchangers. When the valve is opened, the total
LPSI flow increases and the flow control valve
will throttle down to maintain a constant flow.
The final result is an increase in flow rate through
the shutdown cooling heat exchangers and less

flow bypassing the heat exchangers. Total LPSI
flow remains constant.

The flow path described in the previous
paragraph is also applicable in the refueling mode

_ of operation. In addition, when the refuehng pool

is to be filled, one of the two LPSI pumps can be
aligned to the RWT. Water will be pumped from
the tank, through the injection valves, and into the
RCS. Since the head is removed or detensioned,
water will exit the vessel and fill the pool. When
refueling is completed, the water is pumped back
to the RWT by a connection just downstream of
the shutdown cooling heat exchangers.

11.2.3 Component Description

11.2.3.1 Refueling Water Tank

The refueling water tank (RWT) performs the
following functions:

1. Provides borated water to the HPSI, LPSI, and
the contamment spray pumps,

2. Provides makeup water to the spent fuel pool
and

3. Stores réfueling water.

The RWT (see Figure 11.2-3) is a flat-
bottomed, cylindrical tank with a conical roof, and
is fabricated from stainless steel. The tank has a
total capacity of 420,000 gallons and must be
filled to.at least 400,000 gallons during power
operations. . The volume of 400,000 gallons will
provide. thxrty-sm minutes of safety injection
during a LOCA with the HPSI, LPSI, and the
containment spray pumps operating at design flow
rates.

The RWT is borated to a concentration of
2300 to 2700 ppm, and the tank contents are
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maintained at the proper conceniration by the

chemical and volume control system (CVCS). A ~

recirculation pump and heat exchanger are used to
maintain the RWT temperature >40°F." The heat
exchanger is heated by the plant heating system.

The RWT has two outlet lines, one for each
ECCS train, that supply water to the ECCS ‘and )

containment spray pumps.. The lines are physr-
cally separated to minimize - _the’ possﬂnhty of
srmultaneous pluggmg _Each outlet lme ‘has a
" .protective screen with a mesh size such that any

particle that passes through the screen will also

.pass through the ECCS and containment spray

system components "Motor operated valves are :

. installed in each line. . The valves are normally

:-open and are controlled from the control room. -
. An annuncrator is energlzed if the valves are shut.

-

RWT to provide inputs to the RAS:. In addition to
the RAS level mstrumentatmn two (2) level
indicators are 1nstalled to provide control room
indication and annuncratron One of the transmit-
ters is a narrow range indicator (444 to 468
inches) .and is used to maintain the tank level
within technical specification requxrements The .

other level indicator is wide range (0 to 39 feet)
“and is used when transfemng the tank contents to .
the refueling pool. "Temperature indication (O°F to
200°F) and alarm functions are also provrded form
-the RWT. . . oL -

1

Two pumps are 1nstalled ini the LPSI systern ‘

Table 11.2-1 contains the design data for the LPSI

pumps. The pumps are honzontal smgle stage .
centrifugal pumps. The pump " shaft seal is a
mechanical seal that is compatible with boric ac1d -
The seal is designed for operation at

-~ temperatures greater than 300°F, but to increase
seal life, a portion of the LPSI pump inlet water is

dlverted by ‘a 'pumping ring, cooled -by the
component cooling water system and - injected
back into the seal. The 'water cools the seal and
returns to the pumpmg ring, A throttle bushing is

'1 mstalled to back up the mechamcal seal

.. Table 11.2-1 )
" LPSIPump Data .
|Number Installed 2
_||Design Pressure 500 psig
Design Temperature 350°F l
]Design Flow - 3000 gpm {
[Developed head 130 psig
Shut-off head - _: 181 psig : ll

Each LPSI pump is driven by a 400 hp, 4160

: Vac electrical induction motor powered from the
Four (4) level transmrtters are installed on the

class 1E distribution system. The pump motor is

¢ capable of accelerating the pump to full speed in

eight seconds with 75% of the nameplate voltage
applied. The LPSI pumps are automatically”
started by a SIAS and automatically stopped by a
RAS. S

11. 2 3.3 Shutdown Coolmg
. Heat Exchangers C

The shutdown coolmg heat exchangers are
used to . remove core decay heat during plant

'shutdowns .and in cold shutdown .The heat

. yexchangers are desrgned to maintain the RCS at
--the refuehng temperature (approxrmately '140°F)
27 .1/2 hours after shutdown from an extended
penod of full power operatrons The ‘heat

] exchangers also cool the contamment spray water

dunng contamment spray operatlons

The heat exchangers are of the U-tube and
shell de31gn with component coohng ‘water
(CCW) ﬂowmg through the shell and RCS/RWT
fluid flowing, through the tubes The tubes are

USNRC Technical Training Center
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constructed of stainless steel and the shell is made
of carbon steel. The shutdown coohng heat
exchanger data is located in Table lt 2-2.

Each shutdown cooling heat exchanger is
protected against tube side over pressurization by
relief valves. The relief valves have a setpoint of
500 psig and are sized  to accommodate the
pressure developed by a sudden increase in
temperature of the tube side fluid.

Table 11.2-2 .

Shutdown Cooling
Heat Exchanger Design Data
Tube Side Shell Side
Fluid - RCS/RWT CcCw
Temperature 450°F.. 250°F

11.2.34 LPSI Valves
Shutdown Cooling Suction Isolation Valves

The #12 RCS loop supplies shutdown cooling

suction supply to the LPSI pumps via a 12-inch

drop line that contains two series motor-operated
valves (SI-652 and SI-651) These valves are
interlocked with wide- range pressunzer pressure
and automatically close if pressurizer pressure
exceeds 300 psia. The purpose of this interlock is
to prevent over pressunzauon of the LPSI suction
and discharge piping. The interlock setpoint is
chosen to ensure that the pressure rating of the
LPSI suction piping is ‘not exceeded, and an
assumptlon of operauon ‘at the' setpoint plus the
differential pressure developed by the LPSI pump
(300 p51a + 180 psid pump head = 480 psia) will
not exceed the discharge piping pressure rating.
A final assumption is that the shutdown cooling
system temperature’ is less than the design
temperature rating of the piping. The temperature

" requirement

"of 270°F is administratively

maintained.

A relief valve is installed between the two (2)
shutdown coolmg isolation valves to protect the
piping between the motor-operated valves from
pressure developed due to sudden temperature
increases in the containment. The setpomt of this
relief valve is 2500 psia. This valve could func-
tion after the shutdown cooling system is removed
from service and the section of piping between the
closed suctlon 1solat10n valves is hydrauhcally
solid. An ambient temperature increase would
increase pressure in the isolated section of piping
and the relief valve prevents over pressurization.

A second relief valve is installed downstream
of the second suction isolation valve (SI-651).
This relief valve has a setpoint of 330 psia and is
sized to protect the suction piping from over
pressure assuming:

1. The pressurizer is solid,
2. All three charging pumps are started, and

3. The shutdown cooling pumps are operat-
ting.

If the pressurizer is completely filled with
water (solid), and the charging pumps are started,
the increase in system mass could increase RCS
pressure above the allowable value for shutdown
cooling operations. The relief valve's capacity
exceeds the capacity of the three charging pumps
(132 gpm) and over pressurization is prevented.

Shutdown Cooling Flow Control and
Bypass Valves

The shutdown “cooling flow control valve
(CV-306) is used to maintain the shutdown
cooling system flow rate as measured by the flow
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orifice in the common pump discharge line.
. Normal shutdown cooling flow is 3000 gpm with
one pump and heat exchanger in service and 6000
gpm if both pumps and heat exchangers are used.
~ Since thrs valve is in series with the four (4) LPSI
mJectron motor—operated valves, it must be fully
“open to ensure ‘that LPSI flow is available. The -
valve is locked open when the plant is operatmg at’
power.

The bypass valve (V-657) is used to determine

the ‘amount of shutdown coolmg “flow- that is

diverted through the shutdown cooling heat

exchangers As prevrously discussed, “RCS"’
_temperature is ‘controlled by positioning V-657 to "
the desired posmon and valve CV-306 throttles to’
mamtam a constant shutdown coohng system
ﬂow Since the valves are manually isolated when
- the shutdown coohng _system is removed ' from
service, no specral provrsxons are’ requrred for

""" normal LPSI or contamment spray operatrons

1

"LPSI Injection "Motoi' Operated Valves -

~ valve ~control hand switch.
_ annunciated if LPSI valve has been overridden.

\’v'

Four (4) LPSI rnjectron motor—operated valves
are installed in parallel flow paths. Each flow ™
path supplies safety injection flow to one (1) of *
the RCP discharge lines. Two’(2) of the four 4)

__valves are powered from one (1) 480 Vac Class B

"1E electncal dlstnbutron train, “and the other two
2 valves are powered from the opposrte train.
" This power arrangement ensures LPS] flow in the

event of a 'loss of one (1) Class 1E ‘trdin. The - -

valves are normally closed and are ‘automatically
opened by a SIAS. The capability to throttle LPSI
flow exists by driving the valve to the désired
position and overriding the SIAS signal with the

Recirculation Isolation Valves

The minimum recirculation flow for the LPSI

1124

' pumps is -assured by flow orifices that pass 40

gpm flow through the pump recirculation lines to
the RWT. Two series isolation valves (V-659 and
V-660) are installed in this line and automatically
close when a RAS is received. The 'valves are
closed to prevent the transfer of radioactive

" containment sump water to the RWT during the
recrrculatron phase of the loss of coolant accident.

U sys;t‘eih Qperations

11 2 4 1 " Plant Cool down o

‘ The mmal phase of " RCS - cool down is
accomphshed by transfernng heat from the steam
generators to the condenser by using the turbine

" bypass valves to '"dump steam.- The RCS is

depressurized by using the pressurizer spray
valve(s). When the RCS is cooled down to 300°F
and depressurized to 270 °psia, the shutdown
cooling system is placed in service. The basic

"steps for placmg the’ shutdown coolmg system in
T servrce are:’ -

‘1 Isolate the shutdown cooling heat exchangers

“from the contamment spray- .system to prevent
" inadvertent containment ° spray. “This is
accomphshed by disabling ** ‘the spray pumps

and manually closing  the " spray - . pump .

’ dlscharge 1solat10n valves. In addition, the
spray "header 1solatron motor-operated valves
are closed and power 1s removed from the
valve motor,

2. Manually alrgn the shutdown *cooling heat
" exchangers to the dlscharge of the LPSI

: pumps,’ “‘ o : -
‘An ‘alarm is*"' T . -

3. Place the shutdown cooling flow and
* bypass control valves in service,

-

4. Ensure that cooling water is being supplied to
the shutdown cooling heat exchangers,

"~ USNRC Technical Training Center T - 1125
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5. Open the LPSI injection. motor-operated
valves and the shutdown cooling suction
isolation valves,

6. Start the LPSI pumps.

The flow path for the shutdown cooling
system is from the #12 hot leg to the suction of
the LPSI pumps, a parallel flow path through the
heat exchangers and the flow control valve,

through the four (4) LPSI injection valves back to .
the RCP discharge lines, and into-the core. The

shutdown cooling system will be used in this
alignment to reduce RCS temperatures to the
desired value and at the desired cool down rate.
Once the desired temperature is reached, the
shutdown cooling system is used to maintain
stable conditions.

11.2.4.2 Accident Operations

During power operations, the LPSI system is
ahgned as an emergency core coolmg system with
the RWT suction valves open and the four (4)
LPSI injection valves, closed. The flow control
valve (V-306) is locked open. When a SIAS
signal is received, the LPSI pumps start and the
four (4) injection motor operated yalves open.
When _ system pressure drops below LPSI
discharge pressure, LPSI flow starts. The system
continues to operate in this mode until a RAS is
generated by low RWT level. When the RAS is
received, the LPSI pumps are aqfomatically
stopped, and the recirculation line motor operated
valves are closed. The level of water in the
containment building sump following a loss of
coolant accident is not sufficient to ensure net
positive suction head for the LPSI pumps during
the recirculation phase; therefore, the pumps are
stopped. Long term core cooling is provided by

11.2.5 PRA Insights

The reactor safety study (WASH 1400)
identified a potentral core melt scenario that
involves the LPSI system. The scenario assumes
that there is a failure of the two (2) series check
valves mstalled in the interface between the RCS
and LPSI systems.

The failure pressurizes the LPSI piping, from
the RCS injection point to the LPSI injection
motor-operated valves, to RCS pressure. The
LPSI, mjectron valves are opened for testing and
the high pressure RCS fluid over-pressurizes and
ruptures the low pressure LPSI piping located in
the auxiliary building. A loss of coolant accrdent
has occurred with, a significant difference, the
coolant is not bemg collected in the sump. Since
the sump is ‘not available for the recrrculanon
phase, and there is no way to recover the RWT
and RCS water from the auxiliary building, a core
melt will occur when the RWT empties. This
scenario is identified in WASH 1400 as Event V
and is also known as an inter-system LOCA.
Generically, the inter-system LOCA is a major
contributor to core melt frequency.

11.2.6 Summary

The LPSI system is an emergency core
cooling system that provides a high volume of
coolant at a low pressure. In addition, the LPSI
pumps and piping are used in conjunction with the
shutdown cooling heat exchanger to provide a
method of reducing RCS temperatures to cold
shutdown values.

In the eniergency core cooling xmo)de of
operation, the LPSI pumps take a suction from the
RWT and discharge to the four (4) RCP discharge

the HPSI system. lines. The LPSI pumps are stopped by an RAS
signal.
USNRC Technical Training Center 11.2-6 Rev 1201



Combustion Engineering Technology Cross Training Course Low Pressure Safety Injection

In the shutdown cooling mode of operation,
the LPSI pumps take a suction from the RCS hot
leg and discharge to the RCP discharge lines via
the shutdown cooling heat exchangers

USNRC Technical Training Center 11.2-7 Rev 1201
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11 3 . INTEGRATED OPERATION.  ° 3.~ One (1) emergency diesel generator and

: OF THE EMERGENCY CORE 44 Three (3) of the four (4) safety ln_]ectlon tanks
.. COOLING SYSTEMS S (SITS) T
Leammg Ob.)ectnves~ o ) "11.3.2 System Descnptlon

. L  Describe the operatlon of the emergency core The SITs as shown in Frgure 11.3-1 are
. cooling systems (ECCS) durmg the fol]ow1ng pressure vesseéls which contain borated water and
e .operahons o, are pressurized with-nitrogen gas. The SITs are
N . IR D T located inside the containment and are attached to
Coa ,Injection pﬁasej ’ S f:“the ‘same " injection” piping used -by” the high
b. - Recirculation phase o : ) pressure ' and " the Jow’ pressure . safety. injection

N . ) ) " systemns. The SITs are-a passrve system, meaning
/2. - State the purpose of the safety injection tanks " that it requires no automatic or operator action for

SIT). e ‘ ’ -this system to perform its intended function: Their
. - ** function is to reflood and cover the core followmg
3. List the order of ECCS injection during the ~ 21rgeLOCA. - L

-+ following abnormal conditions: . ST e
' 11.33 Component Descnptnon

3

a. Inadvertent actuation at power ..
. b. Small break loss of coolant accident (slow 11.3.3.1 Safety In_]ectlon Tanks

depressurization) | - :
c. Large loss of coolant accndent (LOCA) N There are four (4) SITs located msxde the
: . "contamment each tank’is constructed of.carbon
11.3.1 Introductlon ‘ ' s steel “and ‘internally - clad with stainless steel to

:l prevent C corrosion. Each tank 'is typically 2000

The purpose of the ECCS is to ensure “that for 1 cubic feet in size (16,000 gallons), ‘and is ap-
any accident, up to and mcludmg the double” proxlmately half filled with water. The water in
ended rupture of the Jargest reactor coolant system .. these ‘tanks is borated to 2500-ppm boron, and
pipe, the ‘core will be re-flooded and -cooled.- pressunzed t6 200 psig. The size of the SITs is
These . actions preclude fuel, melting and "~ " ‘based on the assumption that one (1) SIT dumps
*- minimizes the amount of claddmg that will be’ dlrectly out the break leaving the remaining three
damaged. This is accomphshcd by desxgnmg 100 - (3) SITs to inject’ their contents into the cold legs

percent capacity redundant components for the and completely - recover -the core, until: safety
ECCS s - L, injection pumps can prowde core cooling. The

- Tt LN
" . o boron concentration is sufficient to maintain the

s

The fouowmg -minimum number of _compo-  ¢ore in a sub-cntlcal condition followmg an

-y

nents operating will protect the core: ., . accident. <7 7t e

oy
1

1. One (1) high pressure safety injectioh F' {7 Each" SIT. is>supplied with-a pressure relief
(HPSI) pump, . . - yalve which is set at-250 psig,and discharges to

2. One (1) low pressure safety lI'I]CCllO]’l (LPSI) *.the containment atmosphere to, protect .the, SIT
pump, from over ‘pressure. In addition, each .SIT is
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provided with the necessary valves and piping for’

filling, draining, venting, sampling, and adjusting
the boron concentration. There are also ;edlindant
level and pressure instruments for each SIT in the
control room to verify the technical specification
limits on these tanks.

Safety Injection Tank
Isolation Valves:

11.3.3.2

Each SIT is connected to a reactor coolant
system (RCS) loop cold leg through two (2) check
- valves in series. The check valves are normally
held shut by the higher RCS pressure.. When the
RCS pressure drops below approximately 200
psig, - the check valves open and the SITs
discharge into the RCS. Each tank discharge line
is equipped with a motor operated valve to isolate
the tank from the RCS when the system is cooled
down and depressurized. These valves are
manually closed when the pressure in the RCS
decreases to < 300 psig.

During a plant startup, the SIT discharge
valves are manually opened when the pressure in
the RCS reaches 250 psig; however, if these
valves are inadvertently .left closed, they will
automatically open when the RCS  pressure
reaches 300 psig. After the valves are open, each
valve is key locked to the open position on the
control board and the supply breaker to its motor
operator is opened. In addition, a safety injection
actuation signal (SIAS) open command is provid-
ed to each valve during an accident .

11.3.4 System Operation
11.3.4.1 Integrated Operations

The operation of the ECCS (Figure 11.3-2)
following a LOCA is divided into two (2) modes

of operation, the injection phase and the recircu-
lation phase. The injection phase is that time

when the active ‘components of the ECCS take a
suction from the RWT and discharge into the RCS
cold legs. This mode of operation will continue
until the RWT reaches its low level setpoint.

When the refueling water tank reaches a low
level condition a signal is sent to shift the active
components from the injection phase. to the
recirculation phase, this signal is called the
recirculation actuation signal (RAS). During the
recirculation phase the mini flow recirculation
valves receive a close signal and the LPSI pumps
receive a stop signal. The HPSI pumps will
continue to operate except that they now take a
suction from the containment sump and return the
fluid to the RCS and the core.

The seqi:ence of events for a loss of coolant
accident that results in a slow depressurization of
the RCS is as follows:

1. As inventory is lost, letdown will be reduced
to minimum and additional charging pumps
will be placed in service by the pressurizer
level control system,

2. Since the LOCA is larger than 132 gpm,
pressurizer }'evel will continue to decrease, and
pressure will also drop,

3. More than likely, a reactor trip will be
generated by the thermal margin low
pressure (TMLP) reactor trip or possibly high
containment building pressure,

4. A SIAS will be generated by low pressurizer
pressure or high containment building pres-
sure. The SIAS signal will start the charging
pumps (if not already running), the -HPSI
pumps, and the LPSI pumps,

5. The SIAS signal is generated at 1740 psia.
The shutoff head of the HPSI and LPSI pumps
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is ~1300 and <180 psia, respectwely, 1
" ECCS flow is mmally provxded by the =

- chargmg pumps, )

6 As RCS pressure contmues to decrease flow
from the HPSI pumps will " begin when

pressure is less than 1300 psxa When RCS -
pressure decreases to less than 200 psm, the

SITs ‘will begin to empty Fmally, the LPSI

‘ pumps will provide flow when RCS pressure -

“decreases to less than 200 psia and

when low level condmons are reached in the
bonc acrd storage tanks When a low level is '

,,,H)“ reachcdmtheRWT a RA S will be
generated When the RAS is generated, the

LPSI pumps will be tnpped and long term

;”; core coolmg w1ll be supplled by the HPSI

pumps

If a, loss of offsrte power occurs s:multa-

,'neously w1th the LOCA the sequence of events °

- will be modlﬁed ‘slightly.” First, the chargmg

fpumps w1ll not be powered (untll ‘the dlesel- i
_"x_generator “starts) and’ cannot “respond to 'the’
U decrease in pressunzer level.
a:tnp will be caused by a loss of RCS flow because Y Worst

) B RCP power is lost. Fmally, the d1ese1 generator

. must start and its outpuit breaker must close before
’ chargmg and HPSI flows will be avallable The

timing of accident flows, with the exceptlon of *

SIT flow, is dependent upon the sequencmg of

loads onto the v1ta1 4160 Vac buses .

If a large break LOCA occurs, items 1 through

7 above happen in a much shorter time frame If a

large ‘break LOCA and a loss of ‘offsite’ power

occur sxmultaneously, 'the SITs will probably
empty before the diesel generators can stan ‘and

a ‘energize the 4160 Vac buses

-

preN -

' norrnally called
) (LBLOCA) C - . ?
7. The charging pumps will be manually stopped * ) ‘ .

Next the Teactor

11 34 2 Generlc LOCA Consnderatlons

$

'l’he ]ength "of time that the ECCS is'in the

" injection phase is dependent upon the sizé of the

break and any operator action. The rate at which
the volume of water is lost and the pressure
reductlon of the RCS is break 51ze > dependent and
1s analyzed in the FSAR." “These “analysis mclude
vanous "size small break LOCAs (SBLOCA) -and
“the break of “the largest plpmg in the "RCS,
the large break LOCA

“As documented in ‘CEN- 114 “the “designation

' of a partlcular ‘break’ srze, type , and location as

the worst break must -be accompamed by a list of
assumptxons “The" assumptlons ‘may be on’ the
spec1ﬁc plant design * (SIT _pressure), “system
performance (minimum'’ HPSI flow), or system
availability (number of HPSI pumps). Despite the
_fact that the worst break will change given a
change in the assumptions, certain features of the
break ‘can be, generahzed and discussed mdepen-
dently of the 1nd1vxdual assumptlons R

- L

Wrth feedwater avallable (main feedwater
unul reactor trip and then auxﬂlary feedwater) the
“break 'falls * within" a' narrow range of
possrbthtres “For CE- desrgned plants the worst
-Jocation has' been- the RCP dlscharge leg. This
locatlon results in" the slowest “depressurization
““and the' ]east amount of lxquld avmlable -for core
coohng 7 ; 1T

., L
P !

" The small break spectrum from an Appendxx
'K perspectlve is bounded on the large end by the
small/large break dividing point, typically taken
to be 0.5 ft*. ' For the larger break sizes in 'this
range (0. 1 -0.5 ftz) the core will uncover relatively
early ° (the larger ‘the break "the earlier - the

uncovery) but smce the RCS depressunzes

- o t

P o0 L - vy e
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qutckly and’ completely, the SIT flow ensures a
uncovery duration, the fuel claddmg has little time
to heat up and consequently acceptable low clad
temperatures result.

For intermediate break sizes (0.02 - 0.1 ft?) the
RCS does not depressurize to the’ SIT set point
and if core uncovery occurs, recovery must be

_accomplished by the HPSI pumps alone. While §

these breaks uncover later than the larger breaks,
the uncovery can be of a longer duration. As the
break size decreases in this range, the core begins
to uncover later, is of shallower depth, and may
stay uncovered longer For very small breaks 0.0
- 0.02 ft*), the HPSI pumps, are able to inject
sufficient flow to prevent core uncovery, because
the core heat generation rate has decayed to a
point where the HPSI pumps are 1n_]ect1ng at a rate
exceeding core boil off before the core uncovers.

Since the very small breaks do not uncover the
core, the clad temperature remains at a low value.
As stated above, the larger breaks due to rapid
core uncovery also expenence low clad

temperatures. Therefore, the worst break size .
occurs in the mtermedlate range deﬁned on the

large end by SIT pressure and on the small end by

core power (assumed decay heat generatton rate) ,

and HPSI pump performance. The worst break
normally is the largest break in tlus range which

relies on HPSI injection. to terrmnate clad,

temperature rise). For plants with ‘SIT pressure
of 200 psi this break size is approximately 0.1ft*
For plants with SIT pressure of 600 psi this break
-+size is on the order of 0.05 £ It is ‘possible,
given sufficient HPSI flow or low core power
(best _estimate) that these: breaks may not
- experience any significant core uncovery. In this
case, there would be no intermediate class of
breaks and the worst break would have a
significantly lower clad temperature and be one of
the larger break sizes resulting in core uncovery.

There are- two possible types of LOCAs
assocnated with a loss of all feedwater (LOAF),
those occumng concurrent with a LOAF, and
those caused by the LOAF due to high RCS
pressure. LOAF implies a loss of both main and
auxxllary feedwater capability. For breaks > 0.02
ft concurrent with a LOAF, the energy transferred
to the secondary is insignificant and a loss of
feedwater during the transient is of little
consequence. These breaks result in similar
system behavior with and wrthout available
feedwater.

As the break size decreases, (LOCA concur-
rent with. LOAF) the availability of the steam
generator as a heat sink becomes more important.

For a range of break sizes, feedwater is beneficial
‘but not

necessary Smaller breaks require
feedwater to obtain acceptable results For
LOCAs caused by LOAF, feedwater is also a
requirecment. Therefore, to realistically define a

Wworst break coupled with a LOAF, a cntenon

must be set to judge which is worst. The criterion
chosen was the break which has a srgmﬁcant
dependence on’ feedwater avallablhty, and’ that
requires mmatron of auxiliary feedwater in the
least amountof time to prevent core uncovery.
An intermediate break size of 0.02 ft’ is shown to

'have a sxgmﬁcant dependence of feedwater

avallablllty and requ1res auxiliary feedwater flow
be initiated at the earliest time after the break (<
1 hour).

11.34.3 Small Break Loss of Coolant
Accident (SBLOCA)

The major concern with the SBLOCA is that it
takes a long period of time for the pressure to
decrease to a point where the ECCS will start to
inject the cooling water to the core. The smaller
the break, the longer it takes for the pressure to
decay to the injection point. After the actuation
signal is generated, all active components of the
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ECCS will actuate ‘assuming no failure of md1-
v1dua1 components. The HPSI pumps will start to
) _inject and the LPSI pumps, which have started,
will c1rculate water "back to the RWT. As the -

‘ pressure in the RCS slowly decays more and more

flow from the HPSI will be 1n_]ected into the RCS.
However water , is continuing to flow out the
~ break causmg a net’ loss of reactor coolant.

" 1135 -

] As ©
.pressure continues to drop the next component to -

reactor coolant pressure is at or near 2200 psig,
“which i is well above the discharge pressure of the
“HPSI or LPSI pumps, no water from the RWT
- will be mjected mto the RCS -

“ PRA Insights
~'Since the ECCS are .re‘quir‘éd to mitigate the
consequences of ‘accidents, the ‘failure of these

inject will be the safety mjectron tanks at a - systems "during transiénts and accidents greatly

 pressure of less than 200 psig.

Smce the break is not 1solated water inventory
" will continue to decrease’ and pressure will drop
until the LPSI pumps start to inject. As described
in this hypothetlcal accident it takes a certain ’
. amount of “time _for the ~different ' ECCS
_‘components to bégin to inject their contents and *
. replemsh the loss of ‘inventory from the RCS,
_ :,whlch means a hlghcr v01d fractron in the RCS

-

W

. ; 11.3 4. 4 Large Break Loss of Coolant
" Accident (LBLOCA)

" components is very 1mportant

If a LBLOCA were to occur the first compo—
nent to inject would be the SITs due to the fact "
that they are passive components and requlre no.

. actuation srgnal or component ¢ to change posmon

Assummg a concurrent loss of offsite power ‘

_the diesel generators would start’ and the’ hrgh

-, pressure safety injection and then the low pressure ‘

safety injection would be started ‘The injection

: y phase will last for apprommately 30 minutes when "

. the recirculation actuatron s1gnal w111 actuate

L]

,11.3:4,5 Abnorrnalh:(z)per:ations'

If there was an inadvertent actuation"of the'"i

SIAS when the plant was at power, the conse-.
quences would be minimal. All active compo-"
nents in the ECCS would actuate, but since the

“ incréases the probability of core melt. In particu-
- lar, the failure ‘of the HPSI system in either the
" “injection - phase or the recirculation phase of
operation is a major contributor to"increases in
core melt frequency. According to the Calvert
Cliff’s PRA the HPSI system failure contribution
to core inelt frequency- is 25%. ~Many of the
" failure sequerices are caused by operator error. -

The following sequences provrde information
on system failures and thexr consequences.

[
- a8 d .a

" "For cértain small break sizes (< 1.9 inches in
dlameter) ~the ‘proper operatxon of all 'ECCS

A- scenario .that
mcreases core melt frequency is outhned below

e
- T [

‘ 1 A LOCA occurs that results in the -

actuatron of the ECCS

"

3

2. All~ ECCS components functxon properly in
the injection phase of the LOCA,’

3. The RWT-reaches’ a “low .level,” but the
‘s sw1tchover of the “ECCS - suctions to - the
contamment sump is unsuccessful ~e

f
bt o, e

"4, The fai}ure of thé sump suction lineup results
" in a’loss of suction to the ECCS pumps, and

" no core coohng ﬂow is available and .

Rl ELES T A NI
- : ool

5. With no coolmg flow, the core heats up and
eventual melts.-~ - NP
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The significant cut sets involve failure of
pump seals or ECCS_pump room cooling. . For
pump 'seal cooling, since only CCW heat ex-
changer #11 is normally in service, the most
important recovery action is for the operator to
manually open the discharge valve on CCW heat
exchanger #12 in order to place it in operation.
CCW seal cooling failure is assumed to fail the
HPSI pumps as well as the LPSI and contarnment
spray .pumps. For pump room coolmg, the
operator can manually start. the pump room
coolers for local control faults. If the sump valves
fail due to control faults, the operator can
manually open the valves.

In a similar sequence, irivolving a SBLOCA, a
failure of the HPSI system is considered such that
no makeup is assumed in the injection phase of
the accident.

This initiating event can be dxvrded into two
parts: RCP seal LOCAs (2x10%/yr) and other
SBLOCAs (1x107/yr). The. other, SBLOCA
portion of the sequence is negligible when
included with the failure probability of the HPSI
system (1.3x107%) since _the product result is less
than 1x10°. Work done by EG&G for the station
blackout program indicates that for a-leak of the
maximum expected  RCP seal LOCA (< 500

gpm), with secondary cooling available,
approximately three (3). hours is available to
isolate the leak or start primary makeup.

The dominant HPSI pump failure is attributed

to the closure (fail close) of the, valves in the
common minimum flow recirculation line. This
pump failure is due to the slow drop in primary
pressure from 1600 to-1275 psi resulting in pump
heat up and failure due to- pumping against a
shutoff head for a. significant period of time
(greater than 10 minutes). These minimum flow
recirculation valves are common to all HPSI,
LPSI and containment spray pumps.

Another sequence that illustrates’ the 1mpor-
tance of the ECCS to risk is the mtersystem or
mterfacmg LOCA (also known ' as event V)
this sequence, a failure of both of the’ senes check
valves that separate the hlgh pressure RCS frorn
the low pressure systems is postulated. Wrth the
LPSI header motor-operated valves in an open
position (operablhty test), the LPSI discharge
piping is exposed to full RCS pressure The
discharge piping. is over pressurized and fails.
The largest risk achievement factors are
associated with local faults for the minimum flow
recirculation valves and the CCW valves. All had
a risk achievement factor of 163. The risk
reduction factors were negligible.

,The failure results in a LOCA with some
unique features. First, the LOCA is outside of the
reactor building; therefore . the contamment
barrier is lost. Next, the assumed failure has the
potential to also fail both trains of LPSL. Finally,
the leakage from the RCS is not collected in the
reactor building sump. When the refueling water
tank empties, no cooling fluid is available for long
term core cooling. With no cooling, the core
overheats.

11.3.6 Sﬁrhmary

The purpose of the ECCS is to provide initial
filling of the reactor vessel after a LOCA and to
provide long term cooling of the core after the
initial blow down of the RCS is' over. The
purpose of the SITs is to completely cover the
core following a LBLOCA. The sizing ~ and
number of SITs is selected considering that one of
the tanks sprlls its contents directly out the break,
and the remaining three SITs inject into the cold
legs and completely cover the core following a
LBLOCA.
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114 ‘CONTAINMENT SPRAY * during the operatlon of the safety mjectron
SYSTEM - systems - : .
Learning (ib:iectives: . ) ‘ ~” Finally, the shutdown “cooling heat exchangers

- are normally alignedto the'CS pump discharges.
1. State the purpose of the contamment spray Dunng the recirculation phase of the LOCA,; the

(CS) system. ‘ "< hot* sump water is dlscharged through thc heat
exchangers for coolmg purposes S
2. Lxst the sources of suction to the CS ’ R
) purnps * 11.4.2 System Description

SR (Figure 11.4-1) " ©
3. Explain * why trisodium ° phosphate (TSP) is

added to the containment sump during a loss The CS system consists of two (2) redundant

" of coolant accident (LOCA). trains with each train containing a spray pump,
T - shutdown cooling-heat exchanger, spray nozzles
11.4.1  Introduction . * 7 -and "associated valves. A containment ‘spray

‘i gctuatiori system “(CSAS) actuates the system
The™ CS system is an cngmeered safety - when containment pressure exceeds the high-high
L * features (ESF) system that maintains containment  set point of four and one-quarter (4.25) psig.
" building integrity, helps to maintain>containment - Kk R S
" “simp pH ‘neutrality, and cools the containment l * Two (2) suction Sources are available to“the
' bu11dmg rec1rculat10n sump water. , - CS pumps. The first suction source is the refuel-
' ; ing water tank (RWT) that provides borated water
) Contamment 1ntegnty 1s assured by a reduc-" to the pumps during .the” injection phase of an
" tion ‘in building pressure. The reduction in  accident. When the RWT reaches a low level (30
containment building pressure is ‘achieved by in), a recirculation - actuation” signal (RAS) is
condensation of the steam released from the generated. This signal automatically transfers the

~" " reactor coolant system (RCS) durmg a LOCA or suction of the spray pumps from the RWT to the

" from the steam generator during a main steam line ‘containmén't' sump. “Regardless of : the- suction
" break (MSLB) by the spray droplets from the source, the CS pumps’ discharge -to"the “contain-
contmnment spray nozzles . - -ment spray headers via the shutdown coolmg heat

' exchangers ‘

£

Two safety beneﬁts are realized by pressure‘ o : TRl .
'reductlon The reduction in building’ pressure” ~ The-shutdown cooling heat exchangers are
.’ prevents the loss of the final barrier to the release:'f installed on'the discharge of the CS pumps to cool

" of radioactive fission products to the public, and a the hot tecirculation water from the sump.” The

" pressure reductlon also reduces the driving force . - heat exchangers are cooled-by -the component
for radxoactwe contarnment bmldmg leakage cooling water system (CCW). :The motor operat-
ed CCW supply valves are automatically opened

The addition of TSP to the containment sump * When "a “'safety injection actuation signal (SIAS)
following a LOCA maintains sump pH approxr-" " is ‘actuated. Cool water from the heat exchangers

! mately equal to 7.0. “This value aids'in’the pre-* then travels to the spray headers

vention of ‘stress corrosion cracking “'of - metals
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The flow of spray fluid to the spray headers is

controlled by isolation valves that are automat-
ically opened by a SIAS signal. When the valves
open, spray water travels to the spray nozzles
located in the containment, building dome. The
nozzles divide the spray- fluid into small droplets
which fall through the containment building
atmosphere to the building sump. The CS system
is redundant to the containment cooling system.

114.3 Component Description

11.4.3.1 Containment Spray Pumps

The CS pumps, manufactured by_ Byron
Jackson, are single-stage, horizontal, centrifugal
pumps. They have mechanical seals backed up
with an auxiliary gland. Each pump is driven
through a coupling by a 200 hp, 4160 Vac
induction motor. CS pump 11 receives power
from 4 kV unit bus 11, while CS pump 12
receives power from 4 kV unit bus 14. Both CS
pumps start automatically when-a CSAS is
generated. Four (4) pressure . detectors sense
containment pressure separate from the pressure
detectors used to generate a SIAS.

Each pump has a capacity of 1400 gpm in the
injection mode of operation, and 1630 gpm in the
recirculation mode. The minimum allowable flow
for a CS pump is 50 gpm. In the injection mode of
operation, the CS pumps must discharge against
containment pressure, while in the recirculation
mode the CS pumps-take a suction from the
containment building and thus do not have to
pump against containment pressure. This reduced
back pressure results in the higher spray pump
capacity in the recirculation mode.

The pumps are provided with minimum flow
recirculation lines which permit a flow of 50 gpm
from each pump to recirculate back to the RWT
during the injection mode of operation. The

recirculation path is isolated upon the receipt of a

RAS signal. The A pump is powered from the A
emergency diesel bus while the B pump is
powered from the redundant B emergency diesel
bus.

11.4.3.2 Shutdown Cooling Heat
Exchanger

There are two (2) shutdown cooling (SDC)
heat exchangers in each unit. They ‘are used to
remove core decay heat and reactor coolant
sensible heat during plant cooldowns and cold
shutdown conditions. The heat exchangers also
cool the containment spray water durmg contain-
ment spray system operations.

The SDC heat exchangers have a U-tube
design with two (2) tube side passes and one ¢))
shell side pass.. CCW passes through the shell
side, while the tube side water is from the safety
injection and or, CS system. The tubes are
stainless steel and the shell is carbon steel. The
heat exchangers are located in the emergency core
cooling system (ECCS) pump room of the same
corresponding ECCS train’s pump.

Each heat exchanger is protected against over
pressunzatlon on the tube side by a relief valve
located on the recirculation line from the heat
exchanger outlet back to the high pressure safety
injection (HPSI) pump suction. Both relief valves
have a set point of 500 psig, and are sized to
accommodate the pressure developed due to a
sudden temperature increase of the heat exchanger
contents. The worst thermal transient considered
is expected to occur at the beginning of
containment spray recirculation with water
temperature changing from 40°F to 276°F in 10
seconds.

Each heat ‘exchanger is sized to maintain a
refuelmg water temperature of 130°F or less, 27
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1/2 hours after reactor shutdown, assuming the
""core has operated at its design power for an
~ infinite duratron This feature also assumes the

... CCW supplred to the heat exchanger is at its =

equlvalent “drop " size ' of apprommately 700
microns at rated system conditions. -

" The spray headers‘are installed in the top of

maximum desrgn temperature of 95°F. The heat - "the containment - ““building dome “in* concentric

'removal capacity of the containment spray system
ilS 240 mllllon Btu per hour. The _maximum
N system heat load, whrch ‘occurs 70-seconds-after
jthe start of a LOCA is 237 million Btu per hour )

' 11433 “‘Trisodium Phosphate Baskets

) Three (3) baskets located on the containment
" floor contain the dry TSP Contamment spray
water and, or, safety injection water on the’
containment floor dissolves the TSP and carnes it
_ through the containment spray and safety mjectron
systems The TSP, in solutron, changes the pH of
the water from approxrmately five (5.0, acrdrc) to
seven (7.0, neutral). 'This neutralization of the
water minimizes stress corrosion cracking of
certain materrals in the safety mJectron system.

The TSP baskets are Jocated approximately six”

‘A ’ (6) 1nches ‘above “the containment floor, at

h approxrmately 120 degree intervals. Each basket
is’five (5) feet wrde by five (5) feet long ‘and 18 °
" inches in height. The basket has a solid’ top and

_bottom,” with stamless steel mesh’ screen ' sides.

", . The safety mJectron and contalnment spray water

drssolves the TSP as the water rises above the
; contmnment floor. - ermg of the TSP occurs as-

" the solutron is contmuously rec1rculated Techni-~

cal specrficatrons require a‘minimum of 100 cubic
feet of TSP be contamed w1tlun the three (3) TSP
baskets. -

11.4. 3 4 Contamment Spray Headers

i

) Each contamment spray header contams 90
) nozzles, each of which is capable ofa desrgn flow
of 15.2 gpm. The nozzles produce a mass

+ circles. -

"Each of -the 'circles is ‘supplied from a
- séparate CS train in‘an alternating fashion allow-
ing complete coverage of the burldmg in the event
of a single CS pump failure.” -~ - o

The spray header isolation valves are normally
shut, and open”automatically when a SIAS s
generated by "the ESFAS. The 'spray header
isolation valves open only on a SIAS to prevent

*"an’inadvertent actuation of the CS system in the

event of an undesired actuation of the CSAS. The
“Spray header isolation:valves fail in the open
position on loss of power-or air. While the
isolation valves are open, containment isolation is

) mamtamed by check valves in the spray header on

" either side of the contamment burldmg

Each containment spray header has a connect-
- ing line' which directs spray water to the contain-
ment iodine removal filter units. The spray water
“is used to 'douse the ‘charcoal filter ‘beds in the
filter 'units, in the event-decay heat.causes the
charcoal filter temperature to rise above 300°F. A
solenoid operated isolation valve in the con-
necting line to the spray header is used to send
spray water to the iodine removal filter units.
"These isolation :valves~are controlled by hand
. switches ~-from’ the control :toom. Once the
i charcoal filter high- temperature condition has
fcleared the ﬁlter dousrng is stopped

PR e : ) -

o 11 4 4 Contamment Spray System Desrgn Basrs

.

The Contamment Spray System is designed to
provide sufficient heat removal capability to
maintain the ‘containment : pressure  and

temperature below their design values, in the

PO SR
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event of a Loss of Coolant Accident or Main
Steam Line Break Accident.

The Containment Spray System is redundant
with the Containment Air Cooling System. Any of
- the following combinations of the two system’s
equipment provides sufficient heat removal
capability to maintain the post-accident
containment pressure and temperature below their
design values:

1) Two containment spra); pumps provide

100% cooling capacity,

2) One containment spray pump and two
(out of four) containment air cooling

units provide greater than 100% cooling

capacity, and

3) Three (out of four) containment air
cooling units provide 100% cooling
capacity.

The heat removal capacity of the Containment
Spray System is sufficient to overcome the design
maximum heat load occurring in the containment
building seventy (70) seconds after the start of a
Loss of Coolant Accident. .

114.5 System Operations -

. Normally, the CS system is in a standby mode
of operation with none of its equipment in service.
Two different conditions can change the status of
the spray system. The first condition is the receipt
of a CSAS, a SIAS, and (later during the accident)
~'a- RAS'signal. The second occurrence is a
cooldown of the RCS which involves the use of
the shutdown cooling heat exchangers.

11.4.5.1  Injection Mode

Following an accident which results in a

CSAS bemg generated by the ESFAS, the two (2)
containment spray pumps automatically start.
This mode of system operation is called the
injection mode. The CS pumps take a suction on
the RWT through two outlet lines from the RWT.
Each CS pump discharges borated ‘water to one
SDC heat exchanger where it is cooled by CCW.
Each SDC:-heat exchanger sends the cooled water
to a separate containment spray header whose
isolation valves should have opened on a SIAS
signal which would have occurred prior to the
CSAS signal.

Each spray header terminates in a separate
circular ring Wthh sprays the borated water into

Jthe containment atmosphere The cool spray drops

absorb heat from the containment atmosphere, and
thus reduce the contamment pressure and
temperature. , The spray water falls to the
containment ﬂoor where it collects in the
containment sump.

11.45.2 liecirculation Mode

When the RWT level reaches a low level
setpoint of 30 1nches the ESFAS generates a
RAS, which mltrates ‘the recirculation mode of
containment spray operat:on Upon recexpt of a
RAS, the two (2) containment sump isolation
valves open, and containment sump water is
reclrculated by the CS pumps’ through the SDC
heat exchanger and back into containment as
spray. Once 1n1t1ated recirculation continues until
terminated or modified by operator action.

4

11.4.5.3 Shutdown Cooling Mode

During shutdown cooling operations, the
discharge of the low pressure safety injection
(LPSI) pumps is routed to the SDC heat
exchangers. In order to prevent inadvertent
containment building spray downs with
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—————

radioactive RCS water the following changes are
made to the spray system:

1. The spray headers are isolated and

2. The CS pump stopcheck valves are closed and
the pump breakers are racked down.

The CS and LPSI systems are returned to
their normal alignment during the plant heatup.
11.4.6 PRA Insights

The CS system is used to remove heat from
the containment following a high energy fluid
break (steam, feed, or primary) into the contain-
ment. Many PRA studies consider the failure of
the containment and subsequent release of fission
products to the public. If the CS system fails,
then the pressure reduction and scavenging
functions are lost. If the fan coolers are also
inoperable, containment pressure can exceed
design pressure, and containment failure can
occur.

Probable causes of a loss of CS systems
include failure of the motor operated suction
valves, closed manual valves in the suction lines,
loss of ac power supplies, failure of the CS pumps
to start and failure of the CS pumps to run after
starting. It should be noted that the suction lines
to the CS pumps are also utilized by the HPSI and
LPSI systems. Therefore, a loss of suction to the
spray pumps could also affect the ECCS pumps.

NUREG-1150 studies on importance measures
have shown that the containment spray system is
not a contributor to either risk achievement or risk
reduction.

11.4.7 Summary

The CS system maintains the containment
fission product barrier by reducing containment
pressure following a LOCA or steam line break.
In addition, the system cools the containment
sump water during the recirculation phase of a
LOCA. Trisodium phosphate is added to the
containment sump to maintain sump pH within
assumptions used to prevent stress corrosion
cracking. The system is actuated by two (2) out of
four (4) high-high containment building pressure
signals.
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- 11 5.1 Introductlon

- 11.5.2

‘115, AUXILIARY FEEDWATER

- SYSTEM

o

. Leammg Objectlves

1. State the purposes of the auxxllary feedwater
system (AFW) System

2. List all suctxon sources_for the AFW pumps
. and under what condmons each is used.

.3 List the steam supphes to the AFW turbines.

.- 4: State the purpose of the auxxhary feedwater

-actuation system (AFAS) block
. sxgnal

system.

6. Explain how decay heat is removed followmg

R 1 plant tnp ‘and loss of off-site power.

»7. Explain- the bases for a mtmmum volume of

water in the condensate storage tank (CST).

o -

P The AFW system is a safety-related system '
- that maintains an inventory in the secondary side

of the steam generators to ensure a heat sink for

' “the ‘removal of reactor decay heat. The AFW

system provides feedwater to the steam generators

during normal conditions, emergency conditions,
and during cool down of the primary plant in the
the main feedwater system is\
) 1noperat1ve Also, the AFW system is used to’

maintain steam generator levels during plant start- -
i~ supplies feedwater-to the steam generators for

event that

“ups and shutdowns. .

System Description -
" (Figures 11.5-1, 11 5-2)

*The major components of the AFW system are

~CST 12, two (2) turbine driven AFW pumps, one

(1) motor driven’ AFW pump, eight (8) AFW
blocking valves, four (4) AFW _flow control
valves, and associated piping. During- normal

" plant operatton, the AFW system is maintained in

a standby mode with its components lined up for
automatic actuation.

' " "The AFW 'pumps take a'suction on CST 12
- and discharge to four-(4)"AFW lines. Two 2)
> 'AFW lines receive water from the turbine driven

, pumps, and two (2) AFW lines receive water from

'the ‘motor driven pump. Each"AFW line has’two

(2) blocking valves in series, followed by a flow

‘control valve. The flow control valves are used to
regulate the AFW ﬂow to the steam generators

5. -List the automatic start signal(s) for thefAFW

After the’ flow control ‘valves, each motor
AFW line connects with a turbine AFW line to
send auxiliary feedwater to one (1) steam genera-
tor. The AFW flowing into each steam generator
maintains level in the steam"generator and allows
removal of decay heat and cool down of the
reactor coolant system (RCS).

The purpose of the two (2) blocking valves in

" .7 ‘each AFW line is to isolate AFW flow to a steam

generator when 'a rupture has occurred in the

- steam generator. - The four (4) blocking valves for

one steam generator shut automatically when an
AFAS block 51gnal As generated for,that steam
generator £ , .

The AFW system can a]so be used to supply

feedwater to>the steam generators- during a
- fiormal ‘plant ‘cool down. -In this mode of opera-

tion, the - AFW."system is manually started and

RCS cool down: -The turbine driven AFW pumps
are used during plant cool down. The motor

" driven pump is reserved for emergency use only.
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Two (2) cross-connect lines are provided
between the unit 1 and unit 2 motor driven AFW
pumps, discharge lines.. The cross-connect lines
allow the motor driven AFW pump in one unit to
supply feedwater to the AFEW system in the other
unit, in the event of an AFW system failure. Each
cross-connect line has a normally shut, remotely
operated, isolation valve.

The two (2) AFW pump turbines are supplied
by steam from either the main steam system or the
auxiliary steam system.-The turbines are normally
driven by steam from the steam generators, but
the auxiliary boilers can be used as an alternate
steam supply. The AFW pump turbines are non-
condensing, and exhaust directly to atmbsphere.
The turbine steam supply. line from each steam
generator has a steam supply valve which is
normally shut. The two steam supply valves open
automatically when -an AFAS start signal is
generated.

11.5.3 Component Descripiion

11.53.1 AFAS .

The function of the AFAS is to automatically
start the AFW system upon low steam generator
level, to identify a ruptured steam generator and
block AFW flow to the ruptured steam generator.

The AFAS consists of four (4) sensor sub-
systems and two (2) actuation subsystems. The
four (4) sensor subsystems monitor redundant and
independent parameters in the' steam generators.
The subsystems trip when the parameters reach
théir set points. The two'(2). actuation: subsystems
monitor the four (4) sensor subsystem outputs
and, through coincidence logic, determine
whether protective action is required.

The AFAS monitors four (4) channels of wide
range level indication for each steam generator.

When either steam generator has at least two (2)
out of four (4) level indication channels at or
below the low level setpoint (37%), an AFAS start
signal is generated on both actuation channels.
The AFAS start signal automatically -initiates
operation of the AFW system to maintain proper
steam generator water inventory.

The AFAS also monitors four (4) channels of
pressure indication for each steam generator. Each
steam ‘generator pressure channel is’ compared
with its corresponding channel from the other
steam generator. Four (4) differential pressure
channels are thus produced for each steam
generator. An AFAS block signal is generated for
an individual steam generator when at least two
(2) out of four (4) differential pressure channels
indicates that the opposite steam generator
pressure’ exceeds the given steam generator
pressure by 115 psig.

The AFAS block signal prevents continued
feedwater addition to a ruptured steam generator.
Feedwater isolation is important for two reasons.
First, the addition of feedwater continues the RCS
cool down and its associated positive reactivity
addition. Second, the feedwater flashes to steam
and adds energy to the containment building. An
unisolable steam break is terminated by boiling
the affected steam -generator dry. Only those
valves on the affected steam generator are closed,
while the unaffécted generator is maintained at the
propér level for decay heat removal by the AFW
System. -

11.5.3.2 Condensate Storage Tanks

The AFW pumps can receive a suction from
either of three (3) CSTs. Normally both units are
lined up to take suction on the number 12 CST.

The purpose of CST 12 is to provide a source
of feedwater for unit 1 and unit 2 AFW systems.
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The tank has a capacity of 350,000 gallons and is
protected against tornadoes and tornado-generated
missiles by a seismic class I concrete structure.

CSTs 11" and 21 are norrna]ly lined up to the

, condénsate system in therr respectrve units. If °

“'CST 12'is unable to supply water to the twoAFW :;pump has a desxgn flow - “rate -of 450 gpm A

systems, then CSTs 11 and 21 can'be lined up to
- supply the AFW system of their respectlve unit.

The CST supply is the preferred source of
emergency feedwater to the steam generators

_tions require- a minimum volume of 150,000
gallons of condensate quality water to be available
for the AFW system. The minimum water
volume ensures that a ‘sufficient heat sink is
_available to maintain the RCS in a hot standby
“condition for six hours while dumping steam to
the atmosphere through the safety’ valves or
atmospheric dumps with a concurrent and total
loss of offsite power.

In addmon to its emergency function, the CST
., -also supplles water to the AFW pumps dunng
portions of a plant heat up. Water from the CST

will be used as the suction source until plant* °
power has been escalated to 5%. At this point, at -

least one main feedwater pump is operating andi s for vanable speed operatron ‘and is equipped with

" an electro-hydrauhc actuator for speed ‘control, an
"over speed trlp mechanism, and’ an integral trip

. .the AFW steam generator supply is not required.

Above 5%, the AFW system’ 1s ahgned to its’
. ,emergency system lineup with "CST’ 12 as its -

asuctron source.

An addttronal ‘source of AFW can be supplled
from the opposrte unit through a cross-connect to

the motor driven pump discharge lines. A ‘last -

.means of AFW supply can be taken from the plant
ﬁre main system to the suctlon of the motor
driven pump.Of course ‘this low quahty water
should only be used as a last resort. :

“11.5.3.3

'11.5.3.4

Electric Driven AFW Pump
(Table 11.5-1) ) '

The electric driven AFW pump is a multi-

. stage honzontal centnfugal pump ) powered from

the class 1E electrical drstnbutron system. The

rmnlmum flow of 140 gprn through the pump is
requrred for _proper pump coolmg The recircula-
tion path is controlled by an automatic recircula-
tion valve to prowde a flow of 140 gpm, a portion

_Aof whrch 1s returned to the ‘suction of the pump;
because of its purity. Plant technical SpeCIﬁca- ‘

the remammg recirculation ﬂow is returned

. through a common AFW recirculation line back to
'CST 12. The automatic recirculation valves also

act as check valves to prevent reverse flow. -

The electric motor is a 500 hp, 4000 Vac,
induction motor powered from the 4 16 kVac unit

Abusll

Turbine Driven AFW Pump - ~
(Table 11.5-2)

The steam dnven ‘pump turbme is a single
stage, solid wheel non- condensmg unit rated at
600 hp at 3990 rpm. The turbine, “manufactured
by the Terry Steam Turbine Company, is designed

throttle valve.' The turbine is° desrgned for rapid

) startxng and w1ll operate with steam'pressures as
"“low as 50 psig. The turbine is normally ‘supplied

from the main steam system but may also be

_supplied from the auxrhary steam system for

start-up and shutdown operatlons

The AFW pump turbine exhausts to the
atmosphere via 1nd1vrdua1 exhaust prpes to the top
of the auxiliary buxldmg roof. All valves in the
steam supplies to the turbine are powered from the
instrument air system to ensure operability during
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a complete loss of ac power. Turbine speed-is

manually controlled by a. hand indicating
controller (HIC) in the main control room.

The pumps that are driven by the AFW pump

turbines are six stage horizontal, centrifugal
pumps manufactured by Byron Jackson. Each has
a rated capacity of 700 gpm. A minimum flow of
80 gpm through each pump is requlred to ensure
proper pump cooling. . A recrrculatron line is
provided for each pump to ensure that the
minimum flow is met. A, portion of the pump’s
discharge passes through the recirculation line
back to CST 12. A flow orifice in each recircula-
tion line is sized to pass the minimum allowable
flow.

11.5.4 Small Break LOCA

The characteristics ef a small break loss of
coolant accident (SBLOCA) are different from a
large break loss of coolant accident (LBLOCA).

In the LBLOCA, the RCS flashes to steam and
depressurizes through the break very rapidly. The
decrease in RCS pressure actuates the _engineered
safety features (ESF) equipment and allows the
safety injection tanks (SITs) to reflood ‘the core.
After the core is reflooded, the flow from the high
pressure safety injection (HPSI) ,pumps and the
low . pressure safety . mjectron (LPSI) pumps
removes the core’s decay heat. The avaxlabxlxty of
- the AFW system durmg a large break is not
important. However, AFW is vital for core safety,
if a SBLOCA occurs.

Consider the fo‘ll‘owing 'SBLOCA scenario
without the availability of AFW:

1. The SBLOCA causes a slow
depressurization of the RCS,

2. The depressurization causes the formation of
steam in the RCS,

3. The ESF equipment is actuated, but will not
pump into the RCS until its pressure is
below the shutoff head of the injection
pumps. The SITs will not provide water'to
reflood the core,

4. When RCS pressure decreases to approx-
unately 1400 psig, the HPSI pumps will start
to pump into the core. However, the flow rate
may be insufficient for decay heat removal,

5. A heat up. of the core will begin. Smce the
RCS is in a saturated condition, its ‘pressure
will also increase and

6. When pressure exceeds the shutoff head of the
HPSI pumps core cooling stops and severe
core damage can result.

If the AFW system is available, then the above
scenario will not occur. With AFW, the steam
generators are avallable for decay heat removal.
This heat removal coupled with HPSI flow will
prevent core damage.

11.5.5 PRA Insights

The proper operation of the AFW system is
important for the prevention of core melt in
pressurized water reactors. According to the
Calvert Cliffs PRA, the system contribution to
core melt frequency is 32%. The following
sequences illustrate the importance of the AFW
system.

The sequence starts with a transrent “that
results in a loss of both of the main feedwater
pumps or a similar event that causes a loss of
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feedwater flow. If the AFW system fails, then
decay heat removal is lost. The loss of decay heat
removal will result in a heat up of the RCS. The

RCS heat up causes a decrease in RCS density - ;
-4, Cross feed fromunit 2. *" < = .

and a large insurge into the pressurizer. As

pressurizer level increases, the RCS pressure will -

increase. When the set point for the power-
operated relief valves (PORVs) is reached, the

valves will open. If the PORVs fail to close (or =

cycle open and close), then a LOCA will result.
All that is needed for core melt in this sequence is

a failure of the HPSI system to deliver proper’

flow. Calculations performed by EG&G for
station blackout indicate that approximately 86

minutes are available to start an AFW pump in °

order to prevent core uncovery.

In the Calvert Cliffs PRA, no credit was given
for the possible use of primary feed and bleed.
There are two questions about the feasibility of
using this method. First, the thermal-hydraulic
consideration that, due to the low shutoff head of
the HPSI pumps, it may not be possible to reduce
the pressure sufficiently by opening the PORVs
within the short time available (~10 minutes) to
initiate feed and bleed. Second, at the time of the
PRA, Calvert Cliffs had no procedures for
performing this action. The action requires the
removal of two trip units from the RPS to de-
energize bistables in order to keep the PORVs
continuously open.

As a result of design changes in the AFW
system, a motor-driven AFW pump has been
added to each unit at Calvert Cliffs. These motor-
driven pumps can each cross feed the other unit
and supply sufficient water to cool down the
plant. The actions required can be performed in
the control room. The necessary actions require
recovering AFW by either:

1. Starting, an assumed locked out, AFW pump
12,

2.” Realign AFW.pump 11 from test, - -

3. Recover offsite power (if lost) or

-

oy
¢

I L N B sy Lo - -

The risk reduction factors ’assc:;ciatéd with the
AFW system are relatively low, with the highest
value (1.09) being a local fault'(or maintenance)

" effecting the™11 turbine-driven AFW pump. - The

risk -'achievement " factor, -associated with a local

fault of the condensate storage tank suction valve

for the 12 AFW pump, was 601 - -: !

Failure ‘to deliver.auxiliary "feedwater. to the

“steam generators can be caused by many different

failure modes. From the description of the system
in this section, a common mode failure is required
for total system inoperability. One such common
mode failure could occur if the AFW isolation
valves were incorrectly adjusted and could not
open properly. A second common mode failure
that has been observed at operating PWRs is the
leakage of the check valves in the supply lines to
the steam generators. Hot fluid from the steam
generators leaks through the check valves and into
the pump casings (assuming that the isolation
valves are open and the pump discharge check
valve also leaks). When the pump starts, it
quickly becomes vapor bound and cavitates. Of
course, when the pump cavitates, flow is not
available from the pump.
11.5.6 Summary

The AFW system is a fully qualified safety
system designed to provide feedwater to the steam
generators to maintain decay heat removal
capabilities. The design basis assumes that the
main feedwater system and/or the condensate
system is inoperative, due to a total loss of offsite
power or other system failure. In addition, the
AFW system is used to supply normal feedwater

" USNRC Technical Training Center
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to the steam generators during plant start-ups and
shutdowns.

The AFW system is designed to maintain its
functional capability in-the event of a steam
generator rupture and/or a single active failure in
an AFW.system component.

The minimum required flow to ensure ade-
quate RCS decay heat removal can be supplied by
any one (1) of the three (3) AFW pumps.The
pumps normally receive water from CST 12 but
can also receive water from CSTs 11 or 21.

Control of AFW: flow is accomplished by
control valves in the pump supply. The AFW
valves and pumps are controlled by the AFAS.

‘e
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TABLE 11.5-1

»

Motor Driven AFW Pump Design Parameters

Pump
Quantity 1 LT
Type Eight-stage, horizontal,
N ) centrifugal, split case:
"Manufacturer Ingersol - Rand
Capacuy L 450 gpm
Mrmmum ﬂow T 140 gpm
Head J o 2800 feet
Design pressure 1800 psig
Design temperature | 110 °F
Motor
Quantity 1 -
Type Two pole, squirrel cage
induction N
. Manufacturer Westinghouse
Horsepower 500 hp o
Speed | 3560 rpm -
Power 4.16 kVac, 3 phase 60 Hz.

USNRC Technical Training Center 11.5-7 - Rev 1200
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Table 11.5-2

Turbine Driven AFW Pump Design Characteristics

Pump

Quantity
Type

Manufacturer

Capacity
Minimum flow
Head

Turbine

Quantity

Type

Manufacturer
Overspeed trip
Horsepower

Speed

Inlet steam pressure
Backpressure

Inlet temperature

2
Six-stage, horizontal, centrifugal,
split case
Byron Jackson Division, Borg
Wamer Corporation
700 gpm
80 gpm
2490 feet

2

Single-stage, non-condensing
Terry Steam Turbine Company
5250 rpm

80 hp - 600 hp

2000 rpm - 3990 rpm

64 psia - 1000 psia

17 psia - 25 psia

300 °F - 545 °F

USNRC Technical Training Center

11.5-8

Rev 1200



wajsAg Jayempaad Aselixny  |-G'L| ainbig

i
1

FLOW CONTROL
VALVE

|

\

FLOW CONTROL
VALVE

FLOW CONTROL
VALVE

FLOW CONTROL
VALVE

UNIT 1 CONDENSATE SYSTEM
CST
12

csT |
1

)

AFAS
BLOCK g
FIC
!
f
AFAS
BLOCK
FIC
AFAS
pLOCK
ECP

AFAS
PLOCK R
FIC

¥oXo

UNIT 2
AFW SYSTEM

e

—]1
AFW
12
=1
=0
AFW
13
PLANT
FIRE MAIN

;

UNIT 2

CsT
21

UNIT 2 CONDENSATE SYSTEM

1-000%




fiddng wea)g Jajempasy Aelixny  2-G'LL ainbi4

%

AFAS
START

AUX. FEED
PUMP

AUX. FEED
PUMP

ATMOSPHERE

AUX. FEED
PUMP TURBINE

GOVERNOR
| VALVE

TRIP AND
THROTTLE VALVE

TRIP AND
THROTTLE VALVE

| GOVERNOR
VALVE

AUX. FEED
PUMP TURBINE

Y

ATMOSPHERE

AUXILIARY
BOILER

14-0008




Combustion Engineering Technology
Cross Training Course Manual

Chapter 12

DIGITAL PROTECTION SYSTEMS

A ANy X A A ——

Section

12.1  Core Protection Calculators

12.2  Control Element Assembly Calculators
12.3  Core Operating Limit Supervisory System
12.4 Plant Protection System



Combustion Engineering Technology Cross Training Course

CPCs

TABLE OF CONTENTS

12.1 CORE PROTECTION CALCULATORS (CPC)

12.1.1 INFOQUCHON  cocveeeereerercccerserisnessennessnssnsssssssesssssssssssnssnsnnssnnesssonssssass
12.1.2 CPCINPULS  .eoveerurursrrenstssssesessnsenmesessumssssasnsassssssnessssssssnsisnsasansassascacs
12.1.2.1 Reactor POWET = .covcireieennrssnennnicscnssscsisnssanessansonanes
12.1.2.2 Reactor Coolant TEMPEratures  ...c.ccoveeseesnrsessacsnecessncs
12.1.2.3  Pressurizer PrESSUIE  .....cocveverseesnersesscnsanesnnssninasececees
12.1.2.4 Reactor Coolant System Flow  coennieiiinnciiineene
12.1.2.5 Control Element Assembly (CEA) Positions.........ccc.cec...
12.1.3 CPC SOftWAIE  .ccererecciecencercererseesaissesnnsesssscssessassssnssasssasssnssssssacenes
12.1.3.1 Excore Linear Power COITECHONS  covveecerccsranesecsnssesnnans
12.1.3.2 AT POWED eeeceeceeeererseessscssnsesessesnsnsassssaissssnsssssssnssananes
12.1.3.3 Power Distribution Calculations = .c.cccvvveiinesiisnesunence
12.1.3.4 RCS Flow Calculations ......cccceeeemisceirssenssssnsansnnsesancorns
12.1.3.5 Reactor Coolant System Pressure  ...occceceieencniciniceansee
12.1.3.6 DNBR Calculation = .cocecerensnsonsscnsscnsnisinssnsasacsssse
12.1.3.7 DNBR Update Calculation  .....ccecevernsnrnerasnassnscsscssneens
12.1.3.8 LPD Calculation ......ccccccesrerisnnecssessssaressensssnnsessnnscssnssecane
12.1.4 CPC Auxiliary TIPS .cocecvcreerersreresisescsescssscsnsnsssnssssscccssnsassnsnsssanacs
12.1.5 SUIMMNATY eevrrersenccrecrssssnssnsssssssssssssscssssssssssnensassssasssasasasssasssisasasassnscs
LIST OF TABLES
12.1-1 CPCINPULS cecvruencrinnressnrsnssecasmesssssinsasssssenssssasassssassusssasssanassasasaces
LIST OF FIGURES

12.1-1 CPC Software Block Diagram
12.1-2 Rod Shadowing Examples
12.1-3 DNBR Update Program

.................

-----------------

-----------------

.................

-----------------

-----------------

-----------------

-----------------

-----------------

.................

.................

-----------------

.................

-----------------

-----------------

-----------------

USNRC Technical Training Center 12.1-i

Rev 1200



Combustion Enéineering Technology Cross Training Course

Core Protection Calculators

121 CORE PROTECTION
" CALCULATORS (CPC)
’ L’ear"ning 6bjeétives:

1. \State the purpose of the core protectlon
) calculators (CPC).

RN Explam ‘how the_ departure’ from nucleate
boiling ratio’ (DNBR) and the’ local power
density (LPD) limits are calculated by the
CPCs.

iZ.l.i Introduction

. The purpose of the CPCs is to generate trip
" signals based upon LPD and DNBR which
. prevents these limits from bemg exceeded duiring

anticipated” operatlonal occurrences | (AOOs).

The CPC is a digital computer that calculates a

tion of true plant power when the unit is being

* operated at steady state. The highest of either AT

power or excore linear power is _supplied to the
calculations of DNBR and LPD. A

The output of the three (3) excore linear power

* detectors is supplied to the CPC, but because

12122

these ' detectors sense leakage neutrons--several
corrections are required before an accurate power
signal is available. These corrections are

" discussed in Section 12.1.3.1.

Reactor Coolant :
Temperatures :

- L,

Hot leg temperature and cold leg temperature

 is supplied to the CPCs for the calculation of AT

conservatlve value of plant LPD and DNBR. A

CPC is installed in each of the four (4) reactor

protection (RPS) channels and the trips that are

generated by the calculators must satisfy the |

'requlred two 2) out of four (4) RPS tnp logic.
1212 CPC Inputs

) In order to prov:de protectlon for DNBR and
. LPD, the CPCs must be supplied with mputs that

affect these limits. DNBR is a function of RCS -

pressure, RCS flow, RCS temperature, reactor
~ power,. and flux dlstnbuuon While LPD is a
-, function of total power and power distribution.

“12.1.2'.1' ‘Reactor Power

t
i

The reactor power mput 1s supphed from two
(2) sources. Those sources are loop temperatures
and excore linear power Hot leg (Th)
temperature and cold leg (Tc) temperature are
inputs into the ca]culatlon of AT power ( AT =
Th - Tc). AT power provrdes an accurate indica-

, power, correction of ‘the excore detector signal,

and as the temperature input into the DNBR
calculation. Temperatures ‘are sensed by well
mounted resistance temperature detectors (RTDs)

1»5.1.2.,3 'Pressuirizelt Presspilre‘ )

A pressurizer pressure transmitter supplies the

* DNBR calculation with the necessary pressure

input.

12.1.2.4 ‘Reactor Coolant
System Flow
Reactor coolant system flow is not an input to
the CPC, instead flow i$ calculated from the speed
inputs of the four ' (4)-reactor coolant pumps
(RCPs). The flow of the RCS is venﬁed durmg
testing. :

12.1.2 5

P

Control Element Assembly
(CEA) Posmons

.-
sty s

"% CEA positions for the twenty CEAs located in

- the associated CPC core quadrant are used to

-+ correct the excore linear power input signals and
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the power distribution calculations. These CEAs
are called target CEAs. In addition to the target
CEA positions, each control element assembly
calculator (CEAC) modifies the power distribu-
tion calculations for CEA misalignments. Table
12.1-1 below summarizes the CPC inputs.

Each input is monitored for proper input
range. Should an input be out of range, a sensor
failure alarm will result.

Table 12.1-1
CPC Inputs
Input Signal Range Number Per CPC
RCP Speed 20-100% 4 - 1/RCP
| . of Rated Speed
ColdLeg  465°F-615°F  2-1/Loop
Temperature
Hot Leg 525°F-675°F 2 - 1/Loop
Temperature
Pressurizer 1500 - 2500 ° 1
Pressure (psia)
Excore Linear 0 - 200% 3 - one from
Power each detector
12.1.3 CPC Software
(Figure 12.1-1)
12.13.1 Excore Linear Power

Corrections

The first correction that is, applied to the
excore signal is called the shape annealing factor.
- Each-excore linear channel consists of three (3)
detectors located parallel to the axis of the core.
The upper detector monitors leakage neutrons

from the top one third (1/3) of the core, the rmddle
detector senses neutrons from the center one third
(1/3) of the core, and the bottom detector detects
neutrons from the bottom one third (1/3) of the
core. In theory, the use of three (3) detectors
should yield an accurate indication of the core’s
axial power distribution. However, each of the
detectors can sense neutrons from all parts of the
core and the ability of the detectors to accurately
reflect ax1a1 power distribution is impaired.

During power range testing, different axial
power distributions are created by inducing an
axial xenon transient. The incore instrumentation
system is used to gather power distribution data
which is compared with the excore detector
output. Shapc annealmg factors result from the
incore to excore correlatxon and are mput into the
CPC software as addressable constants.  Ad-
dressable constants are program variables that can

.be changed. These shape annealing constants

restore the accuracy of the excore detector flux
distribution 1nd1canon

The second lexcbre correction is called rod
shadowing and corrects the output of the detectors
for changes in power distribution due to CEA
insertion. For example, 'deeply inserted CEAs in
the center of the core forces power to the
peripheral_assemblies while rods inserted at the
core periphery has the opposite effect. As
illustrated in Figure 12.1-2, changes in individual
detector outputs occur because of the different rod
patternis. Target CEA positions are supplied to the
rod shadowing calculation and compensates: for
excore detector output changes caused by rod
position changes. After the excore signal is
corrected for shape annealing and rod shadowing,
it 1s supphed to the axial peaking ca]culatlon

‘section of the_ CPC software.

The next 'excore correction is necessary
because a change in water temperature in the
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reactor vessel affects the leakage of neutrons
from the core. Leakage is inversely proportronal
to temperature; therefore, as temperature decreas-
es, detector output decreases. This could cause
indicated power to be less than actual power. The
- effect . is called . temperature shadowrng The
. rmnrrnum Tc is used for this temperature shad-
“owmg correctron because the vessel ﬂow path
_places "Tc water between the core and the detec-
tors. )

The final correction that is applied to the
excore srgnal is the calibration addressable
constant which is used to ensure that CPC power
) is'in ‘agreement with the power that is calculated
‘by secondary_ heat ‘balance (calorimetric power)
,Temperature shadowmg and cahbratron correc-

tions are applied to the total excore power signal

before it is sent to the program section that high
.selects either excore or AT power for use in the
- calculation of LPD and DNBR.

12132 . AT Power

Core power based upon the drfference in hot
and cold leg temperatures is called AT power.
The temperature mputs are  combined with
coolant mass flow rate to determme the core
enthalpy rise. This energy rise is calibrated to
secondary heat balance power by an "addressable
constant and is. dynamically compensated by
changes in average Th. "The output of the AT
power is sent to the high selection program
section which is discussed above.

12133 Power Distribution
.-, -~ - Calculations '
Locahzed concentratrons of heat flux are of
prime importance in the calculatron of LPD and
DNBR. If the desrgner can assure that the worst
case -localized hot spots do not exceed these
specified limits, then no local spot in the core

cannot be assxgned a conservative® value.

w:ll vrolate limits. Hot spots are characterized as
areas of hrgh heat generatron and of low heat
removal. The latter condition is caused by in-
creased resrstance to heat transfer and reductrons
m flow, areas ’

vy

)' Examples are lack of rruxmg, ennchments of
pellets at the maximum values, low gap conduc-
tivity, and flow reductions” caused’ by fuel rod
bow. The conditions change slowly and can be
lumped together.as an engmeenng penalty factor.
A conservative engincering factor is assumed in

the CPC algorithms.

Heat generatton is ‘a dynarmc ‘factor and
‘Heat
generatron is'a function of the flux in the’ localized
area and for the CPC calculatron is broken down
into its radial and axial components Radral flux
drstnbutron is a function of control rod posrtron,
therefore radial peakrng factors can be pre-
calculated and programmed into*a software table.
Once these values have been establlshed the CPC
“needs only the mput of control- rod posmon to
determine radial peaks ‘The mput of control rod
position comes from the twenty CEAs located in
the core quadrant associated with a particular
CPC. The CEAs are called target CEAs.From the
target CEA inputs, the radial peaking program
looks up the appropriate peaking factor in the pre-
programmed table. ‘From the table look up; the
“radial peaking factor is supplred to the hot pin
calculation.

The axial component of flux ‘distribution is
denved from the corrected output of the three (3)
excoré ‘linear power ‘range detectors. The axial
flux- distribution is also supplied to the hot pin
calculation. i

In addition to the inputs of radial and axial
flux distribution, the hot pin calculation receives
an azimuthal tilt’ addressable ‘constant and ‘the
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penalty factors from'the CEACs. The azimuthal
tilt constant is used to correct the hot pin calcula-
tion for steady state radx'al tilts.

The inputs from the CEACs correct the hot
pin calculation for CEA misalignments between
core quadrants. The hot pin selects the highest
(worst case) penalty factor. The output of the hot
pin program section is routed to the calculation
of LPD and DNBR.

12134 RCS Flow Calculations

The RCS flow rate is calculated by convert-
ing the pump speed input signals to a volumetric
flow rate. The volumetric_ flow rate is corrected
for system pressure losses and converted to a
mass ﬂow rate by consrdermg fluid propemes
that are pressure and temperature dependent
Addressable calibration constants are used to
insure that the calculated value of flow is in
agreement with values measured during plant
testing. Mass flow rate is sent to the calculation
of AT Power, to the DNBR calculauon and a
derivative of flow (negatrve values only) is 'used
to update the DNBR calculation.

12.1.3.5 Reactor Coolant System
Pressure

A pressurizer pressure transmi‘tter' supplies
the pressure input to the DNBR and DNBR
update calculations.
12.1.3.6 DNBR Calculation

The DNBR calculation is performed by
. manipulating the inputs of the following parame-
ters:

1. Hot pin calculation,

2., Power (high selected AT or excore).

“3. Maximum Tc

4. RCS flow and

5. Pressun’z’er pressure.

A value of DNBR is calculated. This value
is called the static DNBR and is calculated’ every
two (2) seconds The output of the static DNBR
calculation is supphed to the DNBR update
calculation.

12.137 DNBR Update Calculation

The DNBR update calculation is performed
every 100 milliseconds by consrdenng the
derivatives of the inputs to the static DNBR, and
DNBR pro_]ectJons based on flow and coolant

quallty

The derivatives are used to update the DNBR
calculation based upon changes in these parame-
ters that have occurred since the last calculation of
DNBR. The factors (partial derivatives) that are
used are a function of the values of a set of
process vanables These variables are:

L

1; Cold legvte:r-irperature,
2. RCS pressure,
3. Axial shape index (ASI) and

4. The radial peaking factor. B

As illustrated in Figure 12.1-3, these factors
are combined into three separate regions with
region 1 being defined as normal operation.
Crossing from region 1 to region 2 results in the
use of a larger value of derivatives tHat-reduce
DNBR: Likewise, moving from region 2 to region
3 results in"even larger values being used. If the
parameters exceed region 3, a DNBR trip results.
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Because RCS flow has a drastic effect on
DNBR, the effect of a negative rate of change of
flow on DNBR is calculated every 50 millisec-
onds and supplied to the DNBR update calcula-
tion.

The final input into the DNBR update pro-
gram is coolant quality. The coolant quality
calculation accounts for changes in DNBR
caused by unstable flow which results from
boiling.

The updated value of DNBR is compared
with the DNBR limit and a margin to trip is
determined. This margin is displayed on a meter
on the control board. If the margin reaches the
pretrip set point a pretrip alarm results and if the
margin decreases to zero a DNBR trip signal is
generated.

12.1.3.8 LPD Calculation

The LPD calculation is used to generate a
reactor trip signal before center line fuel melting
limits are exceeded. This calculation receives
inputs from the hot pin calculation and the
highest of either excore power or AT power. The
output of the LPD calculation is compared with
the LPD limit. As in the DNBR trip routine, LPD
margin is displayed, compared with the pretrip
set point, and generates a LPD trip if the LPD
margin drops to zero.

12.1.4 CPC Auxiliary Trips

The following will cause DNBR and LPD
trips to be generated:

1. Internal computer processor faults,

2. Less than 4 RCPs running,

3. Operations in excess of region 3 parameters,
or

4. ATc >17°F (asymmetric steam.generators)

The auxiliary trip due to faults is installed to
ensure that the CPC is functioning correctly and
accurately calculating DNBR and LPD. Opera-
tions with less than four (4) reactor coolant pumps
has not been analyzed and is prohibited.

Operation in region 3 represents the approach
to the upper and lower sensor input ranges and
values assumed in safety analysis. The final
auxiliary trip provides protection against the large
radial flux tilts that would result if one main steam
isolation valve was closed. The program checks
for deviations between loop A and B cold leg
temperatures (ATc) and if the deviation exceeds
17°F, a reactor trip signal is generated.

12.1.5 Summary

The CPCs provide protection for LPD and DNBR
during AOOs. The CPC is a digital
microprocessor that receives LPD and DNBR
sensitive inputs and accurately calculates the
approach to these limits.
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12.2 CONTROL ELEMENT
ASSEMBLY CALCULATORS
(CEACS)

Lé’arni‘ng Objectives:

+

1. State the purpose of the control element
assembly calculators (CEAC:s).

2. Explain why the CEACs are included in the |

reactor protection system (RPS) design.
12.2.1 Introduction

The CEACs sense the position of each of the
control element assemblies (CEAs), determine

CEA misalignment, and transmit misalignment

information (in the form of penalty factors) to the
core protection calculators (CPCs). The CEACs

are required because each CPC receives CEA '

position from only one core quadrant and cannot
sense misalignments that would affect local power

density (LPD) and departure from nucleate boiling ,

ratio (DNBR). In addition to supplying
information to the CPCs, the CEACs provide '
CEA position indication.

12.2.2 CEACInputs
(Figure 12.2-1)

Each CEA'’s position is sensed by redundant
reed switch position transmitters (RSPTs). These
RSPTs must supply target CEA positions for the .
CPC and supply position information to the
CEACGs.

The CEAC 1 inputs are as listed below:

1. 20 inputs from the CEAs that serve as
target CEA inputs to CPC "B".

2. 20 inputs, via optical isolation, from the CEAs
that serve as target CEA inputs to CPC "A".

- -

'4." One direct input from the center CEA.

3. 40 1nputs from the redundant RSPT on the
tgrrgct CEAs for CPC"C" and CPC "D"

4 " One direct 1nput from the center CEA
"The inputs for CEAC 2 are as follows

1. 20 inputs from thé CEAs that serve as’ '
target CEAs for CPC "C" e

+'2.'" 20 inputs, via optlcal isolation,’from the'CEAs
that serve as target CEAS for CPC "D":

3. 40 inputs from the redundant-RSPT on’ the
target CEAs for CPC "A" and CPC "B".

12.2.3  Signal Processing ~': =~ = . =
’ - (Figure12.2-2) © ~ -~ Cote

* The-5 t6 10 volt ‘analog input from the RSPT
is converted to a digital signal correspondmg to 0
' to’ 100% withdrawn. ‘A comparison is made to
predetenm_ned high‘and low :limits. If a’sensor
-~ fails high, the signal is set equal to the '100%
wrthdrawn position, and converse]y, if the signal

< ‘'fails low, the srgna] is-set equal to -the 0% with-

drawn position. In either case, a sensor fail alarm
is sent to the CPC/CEAC insert in the control
room Next, the ‘calculator determines "thé refer-
_-ence’ posmon -for “each " subgroup “of . CEAs by
ﬁndmg the lowest CEA in that subgroup.” Each
" CEA' position is compared -with the reference
posmon for 1ts subgroup N T

As ‘an’ example, - assume " a four (4) . CEA
sibgroup’ with one (1) CEA at 50% withdrawn
and’ the femaining CEAs at ‘60% withdrawn. In
this example, the CEAC would determine that
three CEAs are misaligned. If the CEA exceeds a
misalignment deadband (Figure 12.2-3) then a
penalty factor is calculated.
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. Four (4) different case types each with  12.2.5 Summary : . A
different penalty factors, are calculated. The first
case involves the deviation of one (1) CEA and The CEACs receive CEA position inputs,
provides . protection for the uncontrolled with- calculate penalty factors that are applied to the
drawal of a single or part length CEA. The second  CPC power distribution calculations, and provide
case provides protection for the misalignment of CEA position information to the control room
two (2) CEAs within a subgroup. The third case  display.
provides protection for the drop of a single CEA
while the fourth and final case protects against the
drop of a five (5) CEA subgroup. These four (4)
cases represent the - anticipated operational
occurrences (AOOs) involving the CEAs.

12.24 CEAC Outputs
(Figure 12.2-4)

The CEAC outputs two (2) types. of signals.
The first signal is position information and is sent
to a CRT display-via a selector switch. The
selector switch allows either CEAC to display the
position of all CEAs. Each CEAC also transmits a
penalty factor via optical isolators to each CPC.

In the CPC, the highest penalty factor is
selected and applied to the power distribution
calculations. Should a single CEAC become
inoperable, the CPCs will select the highest signal
from either the operable CEAC or the last valid
signal from the inoperable CEAC.

The inoperable CEAC. may be bypassed by
changing an addressable constant. in the CPC
software. When the CEAC is bypassed, the CPCs

:; use the penalty factor from the operable CEAC. If
both CEAC:s fail, plant operations may continue
provided the CEACs are bypassed. Again, the
bypass is accomplished by changing addressable
constants in the CPCs. In this case, the CPCs use
a predetermined conservative penalty factor.

USNRC Technical Training Center 12.2.2 Rev 1200
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123 CORE OPERATING LIMIT
- SUPERVISORY SYSTEM
(COLSS) -

Learning Objectives:- -
1. State the purpose of the core operating limit

. - supervisory system (COLSS).

2. List the operating limits that.are monitored by .

COLSS.

12.3.1 Introduction

The COLSS consists of process instrumenta- .

tion and algorithms implemented by the plant
computer to continually monitor the limiting ,

conditions for operation on peak linear heat rate --
(LHR), margin to departure from nucleate boiling

.: (DNB), - total core power, azimuthal tilt and axial
« shape index (ASI) ~

[

The COLSS contmua]ly ca]culates DNB .
margm, peak LHR, ASI, total core power, -and
azimuthal tilt magnitude. COLSS then compares

operation .on . these parameters. -If a limiting
condition for operation is exceeded for any of
--these parameters, COLSS alarms are initiated by _
-, the plant computer and operator action is, taken as -
required by technical specifications.

The selection; of limiting safety, .system
- settings (LSSS), core power operating limits, and
the azimuthal tilt operating limit are specified ;-
such that no safety limit will be exceeded as a-,
.-result, of an-anticipated operational . occurrence, .
(AOO) and that the consequences ¢ of postulated
accidents will be acceptable. The reactor protec- .
_tion system (RPS) functions to initiate a reactor
trip at the specified LSSSs:,

“no more severe' “than the mmal

The COLSS is not requrred for plant safety

_ since it does not initiate any direct safety-related

functron dunng AOOs or postulated accidents.
The techmcal specrﬁcatrons 'define the lrmrtmg
condmons for operation (LCO) required to'ensure
that reactor core condrtrons _during operatron are
conditions
assumed in the safety analyses and in the ‘design
of the low DNBR and high local power density
tnps The COLSS serves to momtor reactor core
condltrons in “an’ efﬁcrent manner ‘and provrdes
mdlcatron and alarm functions to’aid the operator
in. ma.mtenance of core condltrons wrthm the
LCOs grven m the technical specrﬁcatrons T

* The COLSS algorithms" - dre eriecuted’ in the

'plant computer.’ The calculational - speed ‘and

capacrty “of COLSS enables numerols ‘separate
plant operatrng parameters to be mtegrated into
three more easily monitored parameters: <

l Margm toa lmutmg core’ power (based upon
" margins to DNBR peak lmear heat ‘rate and
lrcensed power hrmts)

T

. the calculated values to the limiting condition for . 2 Agimuthal tlt and -

- PN

k4
v

-

3. Axial shape index.
I COLSS were not provrded maintenance of
reactor core parameters within ‘the "LCOs, - as
deﬁned by the techmcal specrﬁcatrons, would be

’ accomphshed by momtormg ‘and alarms on-the

separate’ non-safety related ' process parameters
. used in the COLSS calculatrons Therefore, the

essentral dlfference in using COLSS in-lieu of
prevrous momtormg concepts is the integration of

) many separate process parameters into a few

easrly momtored parameters "The conciseness of
he COLSS drsplays has " 'distinct operational
since ‘the” number of parameters that

srthe O

advantages,

) must be momtored by the operator is reduced

- N e
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The concept; of COLSS was proposed in the
core protection calculator (CPC) patent applica-
tion. The CPCs and COLSS work together to
assure that the CPCs are _able to protect the
specified acceptable fuel desrgn limits (SAFDLs)
such that DNBR will never drop below 1.2, nor
will linear heat rate rise above 21 kW/ft in the
event of AOO:s.

Since it is the class IE CPCs which actually
provide the reactor trip, then one rmght expect
that the CPCs could also be used to maintain the
LCOs on DNBR and LHR, and the COLSS need
not concern itself with these LCOs. The CPCs do
in fact perform this function if COLSS is out of
. service. Technical specifications sections state
that the appropriate LCOs on DNBR and LPD
. can be maintained by monitoring these parameters
on the CPC remote modules. So why the desire to
have a COLSS?

The answer is that the CPCs must be very fast
and reliable to provide protection ‘for the design
basis AOOs and accidents, whereas COLSS can
take the time to provide a more accurate
calculation of core DNBR or LPD. COLSS can
also use inputs which, although more accurate
than those used by the CPCs, are less reliable. The
result is that COLSS is more accurate than the
CPCs. The CPC calculations must be biased to be
conservative to offset their 1naccuracy, so that
the CPCs will normally caIculate a va]ue of

. DNBR that is Iower, and a, value of LPD that is
hrgher than those calculated by COLSS.
It is therefore possrble to operate wrth COLSS
_ out of service; however the. DNBR and ASI used
are from the most restnctrve CPC,  thus it will
likely be necessary to reduce power, below 100%
,to be in complrance wrth the - techmcal
specrficatlons Stated another way, COLSS allows
the core to be operated at a higher power dens1ty
(higher power level) than would be possible with

CPCs alone, and the CPCs and COLSS together
allow much hxgher power densities than those
which were possible with previous protection
systems.
12.3.2 COLSS Design Requirements
COLSS is designed to assist the operator in
implementing those sections of the technical

specification requirements for monitoring of the
following LCOs:

1.Thermal margin,
2.Lir1ear heat rate,
3.Azimuthal tilt and
4.Axial shape index.

COLSS also assists the operator in maintain-
ing core power equal to or below the steady state
power level requirement imposed by the licensing
letter issued by the Nuclear = Regulatory
Commission.

To implement these requirements, COLSS is
required to perform the following functions:

1. Compute the thermal margin power operating
limit LCO from process variable measure-
ments,

2. Compute the peak linear heat rate power
operating limit LCO from process vanable
measurements

3. Compute the azimuthal tilt index and monitor
it with respect to the LCO on azimuthal tilt,

4. Compute the axial shape index and monitor it
with respect to the LCO on axial shape index,
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5. Compute plant power from process variable
measurements,

6. Compute ‘the margin to the lrcensed power,
peak linear heat ' rate, and thennal margm
power operatmg limits and

7. Initiate - appropriate alarm sequences and
mformatrve messages “when any monitored
margm or parameter exceeds its LCO. )

The power operatmg llrmts are calculated such
that no AOO will cause a SAFDL to be exceeded
when initiated from inside the COLSS initial

~ margin and proper plant protectlon system (PPS)
" action occurs and no _postulated accident will have
consequences more severe than - those predicted in
the safety analysis when initiated from inside the

" COLSS initial’ margm and proper PPS action °

. ‘occurs .

The LCOs are calculated using algorithms

. .which have been des1gned with adequate time

response for the followmg plant- operatmg
condrtxons '

l Normal steady state operation at any power
.. between 15 percent and 100 percent of
T hcensed power,

2 Normal ‘controlled changes in’unit ]oad at any °
“"rate up to five percent per minute at

_ licensed power and _
3. Sfep changes in unit load of up to 10°
" percent initiated at and endmg at any

“power between 15 percent and 100 percent of -

hcensed power

ToA

- 1233 COLSSLCOs
The desiéﬁ of the ~“mor’iitor’in'g"and protective

-

- condltrons are satrsﬁed.

any
power between 15 percent and 100 percent of K

systems are integrated with the plant technical
specifications (in*-which ~operating limits and
limiting conditions for operation are specified) to
assure that all safety reqmrements are satisfied.
“The plant momtonng systems, protectlon systems,
“and techmcal specrﬁcatrons thus compleient each
" other. “Protection’ 'systems provide ~automatic
action to place ‘the plant in a safe condition
should an abnormal event occur. The’ techmcal
specrﬁcatrons set forth the allowable reglons and
“-modes of operation on plant systems components
and parameters. The monitoring systems (meters,
displays, and systems such as COLSS) assist the
operating personnel in- enforcmg the technical
specrﬁcatlons requlrements Making use of the
‘monitoring” systems, protectlon systems and
" technical specrﬁcatlons in-the manner "described
--above will assure’that all antxcrpated operational
occuirences or ° “postulated accidents” will have
acceptable consequences “if ¥ the following

1 The operatmg personnel maintain: a]l protec-
tive systems settings at or wrthm a]]owable
values, . R

. .
4 x ey
. B 3

2. The operating personnel maintain actual plant

* conditions -within ‘the appropnate hrmtmg
condmons for operatron and - Co

i
~ 4

- 3! "Equipment other than that causing an-

" -abnormal event or degraded by such an event
- ‘operates as designed. - : o

12.3.3.1 DNBR LCO

Note that item 2 above implies that the
operator ] miist maintain his LCOs in order for the
protectron system to properly function. The CPCs
can provrde tlmely protectron for DNBR only if
* 'the operator maintains’ the steady state DNBR in
- accordance with -technical ~specifications. ~This
allows ample margin between steady state DNBR
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and - the trip- setpoint so that DNBR protection is
assured, even in the event of a rapid DNBR
reduction.

Core parameters affecting the margin to DNB
are continually monitored by COLSS, and a core
power operating limit based on margin to DNB is
computed. Operation of the reactor at or below
_ this operating limit ensures that the most rapid
DNB transient that can result from an AOO does
not result in a DNB reduction to a value less than
1.20.
12.3.3.2 LPD LCO

The core power distribution is continually
monitored by COLSS, and a core power operat-
ing limit based on peak linear heat rate is comput-
ed. Operation of the reactor at or below this
operating limit assures that the peak linear heat
rate is never more adverse than that postulated in
the loss of coolant accident (LOCA) analyses.
This will maintain _the clad surface temperature
below 2200°F in the event of a LOCA. Note that
the LCO on linear heat rate is not based on
protecting the 21 kW/ft LHR SAFDL in the event
of AOO:s. In this case, the concern of clad surface
temperature in the event of a LOCA forces a
lower kW/ft steady state operating limit than does
the concern of exceeding 21 kW/ft in the event of
AOQQ:s. If the SAFDL requirement that the CPC
LPD trip protects for LHR < 21 kW/ft during
AOOs were the only concern, a higher steady
state operating LPD could be permitted.

12.3.3.3 Licensed Power Level LCO
‘A core power operating limit A based on
licensed power level is also monitored by COLSS.
Operation of the reactor at or, below this
operating limit ensures that the total core power is
never greater than that assumed as an initial
condition in the accident analyses.

12.3.34 - Azimuthal Tilt LCO

The limitations on azimuthal tilt (Tq) are
provided to assure that design safety margins are
maintained. The azimuthal flux tilt is calculated
in COLSS. The azimuthal flux tilt is not directly
monitored by the plant protection system' (PPS).
This is because the CPCs each only monitor one
(1) of the four (4) excore safety channels, making
excore channel cross comparison impossible in
the CPCs. The excores themselves can provide
cross-comparison and that is used to determine
azimuthal tilt if the incores are out of service.

Without the ability to cross compare excores,
the CPCs are in essence blind to azimuthal tilt.
For this reason, azimuthal tilt is an addressable
constant in . the CPCs. It is necessary for the
operator to inform the CPCs of the correct value
of azimuthal tilt by changing this addressable
constant to reflect a Tq which is conservative with
respect to the, actual tilt.

COLSS - normally calculates azimuthal tilt
based on incore nuclear instrumentation, using
symmetric sets of incores in the four (4) core
quadrants to determine a valid tilt. This calcula-
tion is performed on line, as is the case with all
COLSS calculations. If the azimuthal tilt, as
calculated by COLSS, exceeds that in the CPCs, a
CPC tilt limit exceeded alarm will result on the
plant computer CRT. Provisions are also made for
plant annunciation on this alarm.

Note that the CPCs and COLSS do not
communicate with each other, since the CPCs are
safety related, while the COLSS is not. It is
therefore necessary “for the operator to inform the
COLSS as to the value of azimuthal tilt assumed
in the CPCs. To accomplish this, plant computer
prompting should be followed. Initially, the CPCs
assume an azimuthal tilt of 2%, so this value
should be entered in COLSS as the alarm setpoint.
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If the tilt increases, and new values of azimuthal
tilt are entered into the CPCs, these same values
must be entered by the’ operator into the COLSS
to be used for the alarm setpoint.

If the azimuthal ult nses to 10%, a second

" alarm (techmcal spec1ﬁcatlon tilt limit exceeded)’

will occur on the plant*computer alarm CRT.
There are also prov:smns for annunciation on this

alarm. ThlS alarm® warns the operator that"the
azimuthal tilt Has reached the maximum allowed

_ for normal operation as defined in the technical
Vo specrﬁcatlons An azimuthal tilt of 1.10:should
" normally not occur but if it does, power reduc—
' tion s in order o s

12.3.3.5 Axial Shape Index LCO - -

The LCO on ASI assures the actual value of
ASI is maintained in the range assumed in the
safety analysis. ‘ :

12.34 System Description

12341 COLSS Input/Outputs

Fxgure 12, 3-1 shows all COLSS mputs and
outputs Since COLSS is in essence a program
resident in the plant computer, ‘there is no COLSS
hardware to speak of ,with the exception of the
process inputs and - outputs The inputs are the
same inputs as those used for other programs and
) data loggmg

" 12342 * Contact Outputs

‘All contact outputs are u_sed\to provide plant
annunciation; however in addition to those alarms
on the plant annunciator pane]s, alarm messages

- will also be dlsplayed on the plant computer alarm

CRT, for these and many other conditions
affecting COLSS.

- In addition to the four (4) contact outputs
described below, COLSS will also print .out a
number of alarm messages for a variety of
conditions affecting COLSS, including all ‘sensor
validity check failures, cross check failures, and

- the designation of any calculated block as bad.

12.34.3 COLSS Power
- Margin Alarm

‘ This alarm i 1s set (contacts open) if:”
1. COLSS is not in schéduled mode" (that is,
_ COLSS has been turned off) )

' "2 -Licensed power is ‘excceded.This licensed

power limit will normally be 100%, but can be
any lower ‘limit as imposed by the NRC
licensing letter , i

3. Either power operating limit (POL) is
‘exceeded. The two POLs “are -the 'DNBR

- POL and the LPD POL. These limits represent
‘the maximum power the core could produce
(based on current power distribution as
sensed by process 1nputs) w1thout vxolatmg
the LCO ori DNBR or LPD or ~

4. Plant power'or 2 POL has a bad validity.*

It is instructive to note that in.COLSS actual
power is not an input to the COLSS POL calcula-
tion. This contrasts with the CPCs where power
is an input to the DNBR and LPD calculations.
The reason for this is that the CPCs must calculate

‘the actual DNBR and LPD..for protection

purposes, whereas COLSS calculatés the hypo-
thetical power the plant could safety produce
without exceeding the LCOs on DNBR or 'LPD.

*The' COLSS margin alarm actually will alarm
if the most restrictive of the licensed power,

\ r‘!’
-4

n
‘A"I
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DNBR POL, or LPD POL is exceeded by actual
plant power.

COLSS has extensive self diagnostic capabil-
ity, particularly with regard to input sensor out-
of-range failures. Although - COLSS also does
have the ability to, in some cases, substitute
backup sensors for failed sensors, if COLSS
determines that there are inadequate inputs to give
the desired output, it will declare the block of
calculations affected by the input.as bad. All
outputs from the affected block will therefore
also be bad, and any blocks downstream may be
declared bad, unless there is: an alternate input
block which can be substituted. This latter case
exists in the COLSS method of selecting plant
power, in which three (3) different methods of
power measurement are employed. Should one be
declared bad, COLSS uses logic to eliminate the
faulty calculation.

_Opening contacts to the COLSS power margin
alarm will also- cause one or more of the
following messages to be printed on the alarm
CRT, as applicable:

DNBR POWER LIMIT EXCEEDED
KW/ET POWER LIMIT EXCEEDED
LICENSED POWER LIMIT EXCEEDED

INSTANTANEOUS DNBR POWER
LIMIT EXCEEDED

INSTANTANEOUS KW/ET POWER LIMIT
_EXCEEDED

LI;L ALARM DURATION EXCEEDED
DNBR ALARM DURATION EXCEEDED

KW/FT ALARM DURATION EXCEEDED

ANNUAL LPL VIOLATION
ANNUAL DNBR VIOLATION
ANNUAL KW/FT VIOLATION

The first three (3) alarm messages are derived
directly from the COLSS power margin alarm.
12.3.4.4 CPC Azimuthal Tilt
Exceeded Annunciator.

If the azimuthal tilt, as calculated by COLSS,
exceeds that assumed by the CPCs alarm contacts
will be opened. Several alarm messages
associated with this alarm will also be printed on
the alarm CRT, including:

CPC TILT LIMIT EXCEEDED

CPC TILT ALARM DURATION
EXCEEDED

CPC TILT ALARM ANNUAL DURATION
EXCEEDED.

The latter two (2) show the time smce onset of
the condition, and the total time, on an annual
basis, that the alarm condition has been set.

12345 Technical Specification Tili
Limit Exceeded Alarm

This alarm has a setpoint of 1.10, which is the
maximum azimuthal tilt allowed for normal
operation in accordance with technical specifica-
tions. Messages on the alarm CRT associated with
this annunciator include: '

TECHNICAL SPECIFICATION TILT LIMIT
EXCEEDED

TECHNICAL SPECIFICATION TILT ALARM
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DURATION EXCEEDED

TECHNICAL SPECIFICATION ALARM
- ANNUAL DURATION EXCEEDED.

- 12.3.4L6 o ASI‘ Alarm

) Thls is not a contact output from the COLSS
) therefore it 'does Ti6t warrant notice on Flgure
12.3-1. However, COLSS does monitor ASI, and
_ there are pI'OVlSlOIlS for the following Alarm CRT
' Outputs ‘ - ’

[ ASI OUT OF LIMITS
 ASIALARM boaATION EXCEEDED
ASI ANNUAL DURATION EXCEEDED.
12;3.4.7; A:nal(jié (Indicator) Outputs 3
" The following COLSS ineters on the control
board provide continuous (on line) information to

the operators:

1. Core power operatmg “limit based on peak
,hnear heat rate (kW/ft POL 0- 125%)

. :Core power operatmg limit based on
margin to DNB (DNBR POL; 0- 125%)

3.” Total core power (0-125%), ~

4.,
{ power operating hrmt (Power
to +125%) and

Margtn, -50

Core average axi_al shape indegt (-7 tdf-t-:j)

" The power margm meter has a honzontal scale
‘ and is a .digital display. It represénts the

" difference between actual plant power, as_calcu-

lated by COLSS, and the most restrictive (lowest)

Margin between core power and nearest core ’

of DNBR 'POL, LPD POL and licensed power
limit.”

As long as ‘COLSS is in service, and "the
surveillance requiréments have been met, there is
no reason to consult technical specifications or to
worry about exceeding the limits, since the
- COLSS margtn would-go to zero and'a COLSS
power margm alarm would be set if the LCOs on
- these parameters ‘were exceeded
12.3.5° COLSS Functional Diagram . :

Figure 12.3-2 is a functional- diagram: of
COLSS. COLSS sections pertaining to the
calculation ‘of plant ‘power for use in the plant
power indicator and the margin calculation have

“"been highlighted, whereas those sections of
COLSS involving power distribution and: the

" “generation“of the POLs have not. The reason for

* " this is that : COLSS can, at least functionally, be
thought of as-being ‘comprised of two (2) sec-
tions. One section performs the power calcula-
tion; and the other performs the -POL calculation.

~ Strictly speaking, these are not totally inde-
" pendent, since plant power is an input to the in-
-“core-burnup calculation and the radial .- peaking
<~ factor lookup table, both of which are used in the
"~ power distribution algorithms used in the POL
. “calculation.-However, plant power in this appli-
- cation is a second order effect, that is, plant power
should not be thought of as an input to the- POL
calculation -since the power operating limit is
*“accomplished:by determining the current:power
.1 distribution in the core and then assuming various
increasing power levels until a hypothetical
power is' chosen which, based "on the current
: power shape, violates the LCO-on DNBR, or
LPD LA .
o Hyp'othetical power limits like this one are
calculated independently for both DNBR and LPD

'USNRC Technical Training Center
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and the DNBR POL and LPD POL indicators are
the result. Normally, with all CEAs withdrawn,
and equilibrium xenon, both of these power limits
should read well above 100% since to do
otherwise would imply that the plant cannot reach
100% power without violating a LCO.

Plant, power is, on the other hand, calculated
independently, and the derived plant power is
compared to the most restrictive of the DNBR
POL, LPD POL, or licensed power, and the
difference is read out on a power margin digital
indicator. If the margin drops to zero, the power
margin alarm will be present.

12.3.5.1 Plant Power Calculéti_on -

The inputs to the plant power calculation are
shown in Figure 12.3-2. Prior to actually being
used in any plant power calculations-the inputs
must be examined for validity. That is, COLSS
will determine if the inputs are reading properly.

This is done in two ways:

Range Check -This check insures that the sensors
< are in range. If not, they are declared bad. If bad
sensors are discovered, they will- be alarmed, and
'they may be automatically replaced by COLSS
with “substitute sensors that are identical or
similar. In some cases, no replacement sensors
are provided, and COLSS alarms the condition to
the operator on the alarm CRT and awaits
operator - response. Where no ' replacement is
available the calculation based on the failed input
is halted and the quality of the block is set to bad.

Cross Check - COLSS looks at two (2) sensors
monitoring the same parameter and alarms if their
difference exceeds a dead band value. .No
automatic replacement is done, since COLSS
doesn’t- know which is faulty (they’re both in
range). It just alarms to'the operator on the alarm

CRT that the cross check has failed. It is then up
to the operator (or I&C technician) to determine
the reason for the failure.

In summary, three different power level
measurement techniques are employed by
COLSS. The reactor coolant AT power, the
secondary calorimetric power, and turbine power
(based on a correlation of core power with turbine
first stage pressure).

The reactor coolant AT power is a less
complex algorithm than secondary calorimetric
power and is performed at a more frequent
interval (every second for AT power, versus every
30 seconds for the more detailed and accurate
secondary calorimetric power). The secondary
calorimetric power is used as a standard to
periodically ~ adjust the gain coefficient on the
calculation of reactor coolant AT power. This
arrangement provides the benefits of the second-
ary calorimetric accuracy and the reactor coolant
AT power s’péee‘dpf computation.

The reactor coolant AT power is calculated
based on the reactor coolant volumetric flow rate
(calculated from RCP spéed and AP), the reactor
coolant cold leg temperature, and the reactor
coolant hot leg temperature. The reactor coolant
AT power contains a dynamic term which pro-
vides a rapid indication of power changes during
transients. The static form of the equation used is
Q=m G, (Th - Tc).

The secondary calorimetric power is based on
measurements of feedwater flow rate, feedwater
temperature, steam flow, and steam pressure. A
detailed energy balance is performed for each
steam generator. The energy output of the two (2)
steam_generators is summed and allowances are
made for reactor coolant pump heat, pressurizer
heaters, and primary and secondary system'energy
losses. The secondary 'calorimetric power is very
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:accurate at steady state, but due to the system
_response charactenstrcs is less accurate during
transients.

) The turbme power is “calculated " based on
““turbine first ~ stage pressure Turbine power
provides "a - leading indicator of core power
changes in Tesponse to load changes

" The best features of the AT power and turbine
power measurements are obtained by calibrating
_.them to secondary calorimetric power in a

hot leg dynanuc power term. Calculation of
BDELT is performed every sécond with values
“transmitted to both the plant power . select opera-
tion and the AT power calibration. -

Turbine Power Calculatlon -

" _manner that at steady state, the callbrated powers ”

equal the more accurate secondary calonmetnc
power. Dunng transients  calibrated powers
closely track their respective uncalibrated powers
affording the dynamlc tracking ability " of the
__latter. This calibration is performed with a long
" time constant rangmg - from ‘15 Tinutes to 2
*" hours, ‘depending on ﬁnal data constants.” The

[

The turbine power (BTFSP) is” calculated
using a correlation based on turbine first stage
pressure (TFSP) acquired from the process inputs.
The value of turbine power is sent to both the
" plant power selectlon and the 'turbine’ power
cahbratron BTFSP provides a'relatively fast

. mdlcatlon of core -power change.due to load

e

Calculatlons -

“‘long * calibration time constant assures ‘that for '
quxck transrents the” response of AT power and °

"~ turbine power are retained, but that i in steady state,
" the more accurate secondary calonmetnc w1ll
dominate. '

12 3. 5 2 Power Calculatrons

Figure 12.3- 3 'shows the power selectron logic

used in the' COLSS. The hlghhghted hnes show -

the power calculations and power selection’ Tlogic
used when above 15% reactor power. A detailed
descr1pt10n of each of these blocks follows.

Reactor AT Power Calculatlon

~ -

The pnmary calonmetnc power (BDELT) is g

“ calculated based on’ the compensated hot and cold
leg temperatures - (Th* and - Tc); - pressurizer
. pressure, and reactor coolant mass flow rate

' (TMFLOW). The deterrmnatron of BDELT
involves the use of a statlc power term which
" calculates the enthalpy rise across the core and a ’

ey

I
v

changes Itis calculated every second.

Secondary Calorimetric Power

- - . ¢

" The purpose of the secondary calonmetnc is
to calculate the reactor power based on a second-
ary side energy “balance and the system energy
losses and credits. T

" The inputs to the power calculatmn include
feedwater flow, feedwater temperature, secondary
pressure and steam flow rate! -The COLSS
calculates the energy transferred 'to éach $team
generator by standard thermodynarmc methods

"'Energy losses-of the systém’ include  losses
from letdown flow, coolant pump séals; cooling
water flow, all the primary coolant leaving the

o -system, coolant p1p1ng ‘and- other losses from the

nuclear steam supply system -

Energy credits are obtained from chargmg
pump operation, reactor coolant pump operation,
pressurizer heaters, and other sources of electri-
cally generated heat."~~ ) o

Yy LN
oo

The secondary calorimetric power (BSCAL) is

- finally calculated * by summing the energy of the

i .
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steamn generator and the energy losses and credits.”

The result of this 30 second calculation is
used in the plant power selection (PPS) operation
and the AT/Turbine power calibration.

It must be noted that the steam flow sensor is
not used to derive steam flow in the secondary
calorimetric. Steam flow is derived from:

Steam Flow = Feed Flow - Blow down Flow.

Feed Flow is a sensed variable, however blow
down flow is a constant - fed into the plant
computer by the operator. Failure of the operator
to use the correct value for blow down flow will
therefore result in an erroneous secondary
calorimetric calculation. This secondary calori-
metric is used to calibrate the AT and TFSP

powers to the more accurate secondary calori- .

metric value. Furthermore, this same BSCAL is
used as the plant power measurement during daily
cahbraﬂon of excores and CPCs to match plant
power.

.Therefore, if this power measurement is
improper, all power measurements used in the
safety system will be improper. This is obviously
not desirable, and it is extremelj important that
the- operator be certain of the accuracy of"the
secondary calorimetric calculation, and be wary
of sudden or gradual changes in plant electrical
output for a given thermal power

Errors similar to this have been made at plants
prior to the advent of COLSS, ‘where erroneous
feed flow indication and subsequent errors in
reading power resulted in plant operation above

. 100% power.

12.3.5.3 AT and Turbine Power
Calibration

The purpose of this operation is to calibrate

“the AT power (BDELT) and the turbine power

(BTFSP) to the secondary calorimetric power
(BSCAL). This update is performed every second.

The calibrated AT power (CBDELT) is found
by summing BDELT and a current calibration
term, calculated in the COLSS program.

Similarly, the calibrated turbine power
(BTFSP) is found by . summing BTFSP and the
current turbine calibration term.

The values of CBDELT and CBTFSP which
are calculated ‘every one second are then sent to

, the plant power select operation.

12.3.54 Plant Power Selection

The function of the plant power selector is to
determine the larger of the calibrated primary
power (CBDELT) or the calibrated turbine power
(CBTFSP) for use as plant power level (PP). This
section, also calculates a margin bias and has
alternate selection logxc which is used when one
or more of the inputs is determined to be of bad
validity.

A second function of the plant power selection
is the calculation of a biased plant power for use
by the power dependent insertion limit CEA
application program.

Alternate Power Selecfion
Logic.

12.3.5.5

The choice of the larger of CBDELT or
CBTFSP is only valid when above 15%.power,
when the secondary calorimetric is. being per-
formed (it is not performed below 15% power).

When below 15% power, CBDELT. and
CBTFSP will be bad because BSCAL is bad by
virtue of its not being run. In this case, COLSS
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selects the larger of the uncalibrated AT power
(BDELT) or turbine' first stage pressure power
~ (BTFSP) for plant power, as shown in Figure
12.3-4. As power increases above 15%, as

] indicated by the highest of BDELT or BTFSP, per

‘“the plant power selection logic, a sudden step

" change in power may be obsérved on the COLSS
meter as plant power switches to the-

. power

f’ hlghest of CBDELT or CBTFSP

altemate power “selection loglc, selecting -

. hlghest of uncahbrated BTFSP or BDELT

P

Frgure 12.3-5 shows a different situation.

" Here AT Power is bad. It is more unlikely for this

to happen than for secondary calorimetric:power
to fail because BDELT and BTFSP inputs all
_have alternate sensor selection logic if one sensor

. goes ~out of range. That is, all sensors used in
"other than the secondary calorimetric calculations
have a backup ‘sensor which' is ~automatically -

substttuted by COLSS for the failed (out of

" range) sensor.,

¢
e

"

" USNRC Technical Training Center

“if AT power should fail, COLSS selects the’

lughest of secondary calorimetric or calibrated

turbine first stage power, as shown in Figure 12. 3--

5. 7 o =

1t is mterestmg that oné plant with CPCs

(ANO-2) ‘Tuns norrnally in this configuration -
because the quahty of BDELT is set to "bad. This *
’ '_ stems from the Th anomaly ‘problem, ‘in "which’ -

prrmary calonrnetnc calculations when above

" 15% power are considered invalid dué to incom-

A

plete coolant rmxrng in the hot legs

~

’ In'genéral, the following are true:

1. If a'block is bad, the block fed from that block’

will also be bad. For example, if BSCAL is

' 12.3.6

bad, CBDELT and CBTFSP are bad and -not
"used in power selectron

2.-1f a block fails, plant power -will choose the
highest of the remaining two blocks:

For ‘example, if BSCAL is bad, plant
power is the highest of BDELT -or BTFSP. If
BDELT is bad, plant power 1s the hrghest of

. "BSCAL or BTFSP ST
If ‘the " secondary calorimetric 'is bad due to . oL
sensor fmlures, the COLSS uses the same- ° 3. If two power blocks are’ bad then COLSS

the

selects the remammg good power for plant
‘power. g

" - 4. - If all three power measurements are bad; plant

power is bad, and COLSS is out of operation,
settmg the COLSS master alarm.

" The only exceptton to this rule is on Failure
‘of CBTESP, in which case. CBDELT is plant

power.

Since plant power can be one of several

* different power measurements.COLSS must take

into ‘account the-accuracy “of the.different mea-
surement techniques when using’alternate plant

-power selection logic. This is accomplished by

selécting different plant power biasing terms for

* each selection choice from a lookup table. The

biasing term represents a conservative uncertainty
factor added to the measured power.

-‘Power Operating Lumt >
Calculatlon

2 - . - i, -

LN

As stated prevrously, COLSS can be thought
of as bemg made up of a power calculation,"and a

~ power operating limit calculation. - Actual plant

power is- not a direct input into the POL calcula-
‘tion because the-POL portion of COLSS is
‘looking for ~the hypothetical power which the
plant could be raised to’ without .violating the
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LCOs on DNBR or LPD, based on current power
distribution. COLSS therefore must calculate a
power profile based on process inputs to derive
the proper axial, radial, and azimuthal power
profiles.

- The inputs available to COLSS are similar to
those available to the CPCs, but in many cases
are more accurate. For example, the CPCs must
rely on three levels of excore neutron detectors to
provide power information, the COLSS uses five
levels of incore detectors, centered at 10%, 30%,
50%, 70%, and 90% of core height. Furthermore,
there are 56 such strings of in-cores scattered
throughout the core. Therefore the axial power
distribution as calculated by, COLSS will be more
accurate than that calculated by the CPCs

It is interesting that COLSS does not use in-
cores to derive radial power distribution, although
they would seem to be well suited to that
application. Incores are used to derive radial
power profile off line, using such programs as
INCA or CECOR. However, these are time
consuming. COLSS uses the quicker method of
- radial peaking factor lookup tables, as do the
CPCs. COLSS lookup tables are more involved,
and the CEA position measurement for COLSS is
more accurate since it uses- computer pulse
counting rather than the reed switches used by the
CPCs.

The combination of more accurate sensors,
more detailed algorithms, -and more computa-
tional time mean COLSS is,.at least in normal
system operation, more accurate than the CPCs.
This increased accuracy translates into a less
conservative DNBR POL than would have been
calculated if the CPCs had been used, hence
higher operating powers. With COLSS out of
service, maintaining the DNBR POL per technical
specifications will likely require a power
reduction of as much as 10%.

12.3.6.1 = Detailed Power Distribution-
Calculations (Figure 12.3-6)

The algorithm uses an axial and radial synthe-
sis to construct a core hot pin power distribution.
Incore detector signals are used to construct a core
average axial power distribution. The axial power
distribution is then combined with pre-calculated
planar radial peaking factors appropriate t{) the
various axial regions defined by differing control
rod configurations. By combining the axial power
distribution with axially dependent radial i)eaking
factors, a pseudo hot pin power profile is
established. This power profile is then increased
by the amount of azimuthal flux tilt calculated
from the several symmetric incore detector sets
available. The resulting three-dimensional power
peak and power distribution are used to calculate
the linear heat rate power operating limit. ’

The core is regarded as being divided into
several radial regions in the horizontal plane,
selected by taking info account the locations of
the CEA groups and the locations of the various
generations of reload fuel. As many as five (5)
radial regions are allowed with the flexibility to
use any, lesser number provided through the
appropriate  selection of region wise, constants.
Axial power profiles in the hot pin are computed
in each radial region for use in the margin com-
putations. These power profiles are calculated
using peaking factors which relate the power in
the hot pin in each region to the core average
power. Tables of these planar radial pealéing
factors are stored in COLSS as a fun.ction' of CEA
configuration resulting from normal sequential
insertion of the CEAs. Thus, using the known
CEA positions to define the axial profile of each
unique CEA configuration, appropriate planar
radial peaking factors are selected and combined
with the core average axial shape to yield a hot
pin axial power profile for each radial region.
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. The radial peaking factors stored in COLSS
Care. predeterrmned from a set of rodded and
unrodded power ( dlstnbutlons, all of which assume
the presence of an equrhbnum xenon drstnbunon

3 correspondmg to the full power unrodded
condition. However, radral redrstrxbutlon " of
xenon following changes in CEA conﬁguratlon
can influence the planar radial peaking factors.
This effect is neglected in the COLSS power
distribution algorithms. The' resultant small error

_!.is accommodated by inclusion in the overall
COLSS uncertamty assessment

Flux tilts are detected by comparison, at
various levels in the . core, of signals from

syrnmetncally located " sets ' of fixed incore -

detectors. The region wise power distribution data

is corrected by appllcatlon of the computed flux *

tilt before proceeding with ‘the margin
computatmns Devxated smgle CEAs or out-of-
sequence CEA groups, should these occur, are

12.3.6.2 Incore Detector Signal
Compensation ‘

Dynamic compensation of the incore detector
signals is performed 'to compensate the detector
srgnal for the beta decay behavior of the rhodium
detector element; COLSS utilizes a digital filter
to compensate for the ‘relatively slow -incore
detector ‘dynamic * response. “This is necessary
because the incores are self-powered. That is,

‘ they have no external voltage across them during

peratxon The detector output is'a current which
_isin reahty the sum of the electrons produced “in
" the beta decay of the activated Rh'™® to Pd'*.'This
: decay follows two half- Tlives, with the
predormnant one being 42 seconds. This is-too
'slow, even for “COLSS. - COLSS dynamically
compensates the i incore output to, in | effect, predict
what the correct final detector current value will
be based on a quick sample of the change in
detector current produced during a power change.

a srgnaled to COLSS by the' plant computer based

pulse counting CEA position 1nd1cat1ng system.

Tables of conservatlvely large ‘penalty factors are

apphed to the power drstnbutmn mformatmn

blocks:
: 1 .:l)etéctdr srgnal to flu:t;

2. lglux to equivalent power,
. :,3. Planar radial peaking factors,
"4, Axial povier distribution,
5. Az;muthaltrlt ‘calculati_on’and S
, 6 3-l5 power,distributjon. B

These calculations‘ are performed in six major

12363 " Flux to Power Calculations

* The incore detector compensated neutron flux
is converted to relatrve power ‘at -each incore
detector location. This process consists of three

- (3) modules. Module one performs the flux to
power calculation 4t each location and is per-
formed at ten second intervals. :Module . 'two
integrates the relative power for calculation of fuel
“burn-up factors and -is' also performed at ten

: "second mtcrvals The third module calculates fuel

) burn-up factors from the integrated relatrve power

“ " signals and is performed ona darly basis.. . .

Tt . i I
12.3.6. 4 Planar Radlal Peakmg
> Factors "’ ’

Planar radial peaklng factors are generated
based on CEA group posmons “calculated in the

) 1CEA scan program, ‘and plant power. The
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calculations are performed as part of the 10
second group of calculations and are used in the
determination of the 3-D power distribution.

12.3.6.5 Axial Power Distributioh

The axial power dxsmbutlon is calculated from
the detector power sxgnals using a numeric curve
fit to an average detector string. That is, all incore
detector readings on a given core level are
averaged, and the average output at that core
height is compared with the outputs from the
other four (4) heights to produce an axial power
distribution. A new axial power dlstnbutlon for an
average detector string and a new axial shape
index are calculated as part of the ten second
group of calculations. The axial power distribu-
tion and ASI are used in the determination of the
kW/ft plant operating limit. ‘

-

12.3.6.6 Azimuthal Tilt Calculation

Azimuthal tilt is calculated from a number of
selected axial rings of four (4) incore detector
strings at each axial level. At each level the
detector ring tilts are averaged into a level average
tilt. The level tilts are weighted and summed to
construct a composite core average azimuthal tilt
index. This calculation is part of : the ten second
block of calculations.

Two (2) alarms are associated with azimuthal
tilt. The lowest of these has a set point corre-
sponding to the azimuthal tilt value used by the
CPCs. The highest of these is the technical
specification azimuthal tilt limit.

12.3.6.7 Three Dimensionaly Power
Distribution

- The purpose of the 3-D power distribution
calculation is to synthesize,a three-dimensional
power distribution for use in the linear heat rate

’power operating limit calculation. This -
“distribution is synthesized by applying the fuel

power

densification augmentation correction and planar
radial peakmg factors to the core average axial
power dlstnbunon The 3-D power calculation is
performed as part of the 10 second block of
calculatlons

12.3.68 Power Operating Limit
Calculation

The POL calculatlons in COLSS are pnmanly
concerned with generating two distinct power
operating limits, they are:

1. Linear heat rate POL (kW/ft) and

2. Thermal margin POL (DNBR).

The kW/ft power limit is calculated using the
azimuthal tile, magmtude (AZTILT), and the 3-D

power peakmg factor distribution (DPSEL). kW/ft
calculations are perfonned for 40 axxal node

. positions, this in turn generates data for a pseudo

hot channel model which conservauvely
establishes a POL. The KW/t power limit is
calculated as part of the 10 second block of
calculations.

The thermal margin power limits are calculat-
ed as part of the 30 second block of calculations,
however the DNBR POL update is performed
every second.

The function of this area is to'evaluate” the
core power operating limit (POL) based on the
limiting thermal margin determined from DNBR,
quality at the node of minimum DNBR, or void
fraction. The limiting DNBR, quality, and 'void
fraction are calculated and compared to predeter-
mined limits. The core thermal powér is the
independent variable in these calculations. Core
power is adjusted and the calculations are repeated
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until the DNBR, the quality at the ‘node of
rmmmum DNBR and the void “fraction meet
specrﬁed convergence ‘criteria. The calculatlon
_ canbe d1v1ded into four (4) sections.

.~ Core avera'ge pressure drop,
. 2. Closed hot
1terat10n

FI

- . .

,land.. T . 3

4. Thermal margm calculation and core
" power operatmg hrmt 1terat10n

The core average pressure drop is based on a

,: subcooled fluid smgle axial node representatlon of -

* the reactor core. The hot assembly, hot channel

and core power “operating limit calculations are’ i
based on 20 axial nodes, The minimum DNBR in’
‘ the hot channel is compared against a specrﬁed' )

llrmtmg minimum DNBR. The axial node with- "respect to the licensed = power limit "and -the

the smallest difference between nodal  equilibrium

_ . void fraction and its mass velocity dependent void

e an iterative procedure that substitutes values of -
p]ant power and underﬂow fractions with present“"
_core operatlon parameters to project what power -
" limit will cause the DNBR to approach but not ’
exceed, its hrmtmg value. Underﬂow " fraction is °

* fraction’ limit 1s deﬁned to be the limiting void
fractlon node for the current value of POL.

to decrease and cause vord fraction and quality to

 increase. In addmon, mcreasmg the POL may

cause ‘the node of minimum DNBR or the hmltmg'

vord fractlon node to sh1ft

It should be noted ‘that COLSS 'does not
calculate the present DNBR, it merely ‘performs

the fraction of normal flow during a four (4) pump
loss of flow at which minimum DNBR occurs,
once all system time delays are accounted for.

assembly mass velocity

. 3. Open hot channel mass veloc1ty jteration

The zone update section reevaluates the axial
shape index (ASI) and the “maximum ‘integral

" radial factor to determine if the initial radial zone

chosen should strll be the limiting - one. Other-
wise, one (1) of the other four (4) radial zones
shall be used and the DNBR POL updated. :

““The plant operating limit update is performed

‘at'one (1) second intervals. The present values of

ﬂow, primary pressure, ‘cold - leg temperature and
power distribution’are compared to the ' previous
values used in- the " 30 - second “thermal "margin

*-“calculation. If a srgmﬁcant difference is -
- found the "DNBR" POL is - updated to reﬂect ‘the
" change in parameters. :

Core Power Operatmg lelt
Flltermg and Alarm - ¢
Annunciation i -

- ) %

12.3.7

[

The power operatmg limit ﬁltenng provrdes
‘continuous _ monitoring of plant power’  with

calculated core power operating limits. Two (2)

_separate checks are perfoxmed an instantaneous

check using unsmoothed power and unsmoothed

~ ,POL; and a steady state check using smoothed
" ‘power and smoothed POL..When unsmoothed

_ plant power exceeds a power operatmg lumt an

:“alarm sequence 1s started - .

- - L I -

~ - o

-y

"The alarm on the CRT w1ll read instantaneous
DNBR power limit exceeded oOf instantaneous
kW/ft power limit exceeded as appropriate.

" “When smoothed plant power- exceeds a

-smoothed POL,- an” alarm sequence is initiated.

The alarm on‘thé CRT -will fead DNBR POL

* exceeded, kW/ft POL exceeded, or licensed | power

hrmt exceeded as appropnate

The difference between smoothed and
unsmoothed power is that the unsmoothed power
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is the value calculated every second, and will -

fluctuate in value as each caleulation is made. The
main control board (MCB) indicators for plant
power, the DNBR POL and kW/ft POL are all
derived from the unsmoothed power, as are the
alarms listed above.

The unsmoothed power based alarms are
actually biased, so that if the instantaneous power
rises to the POL on DNBR or LPD, an alarm
will not occur. The: biasing. term corresponds to
2% power on these instantaneous alarms, so that
power must rise 2% above the POLs for the
instantaneous alarms to initiate. This prevents
spurious alarms caused by normal calculation
fluctuations.

The smoothed plant power and power operat-
ing limits on the other hand, are filtered or
averaged values. These are averaged over time to
eliminate spurious fluctuations,, and if the
smoothed plant power should exceed the most
restrictive of the smoothed DNBR POL, smoothed
LPD POL, or hcensed power, an alarm sequence
will initiate. There is no 2% blas here. On . the
smoothed limits, if the plant power reaches the
most restrictive limit, one (1) of }he three (3)
_ alarms previously described will result, as well as
the COLSS power. limit annunciator contacts
being opened. The difference between the
smoothed plant power ‘and the most Testrictive
POL (kW/ft, DNBR, or. licensed power) will be
indicated on the MCB digital margin meter.

The filtering of the power operating limits and
the plant power consists of a smoothing process
utilizing a two (2) stage a\{exjagir:{g procedure. The
first stage takes the average of the last 10
calculations, so that 10 seconds worth of data is
averaged in a block. This block is then output to a
second stage in which the 10 second block is

averaged with the previous nine (9) 10 second
blocks to produce a smoothed output. As new 10
second blocks are fed into the second stage, the
oldest block is discarded, so that a 10 point
running average results, with each of the 10
points representing in turn the average of ten
individual one (1) second calculations.

Plant technical specification  surveillance
requirements require that corrective action be
taken when the plant power operatlng limits are
exceeded in the steady state. To’ meet these
requirements the length of time over which the
reactor was operated with a margin alarm set must
be measured and momtored for each  event. For
example, technical spec1ﬁcat10ns specify that if
kW/ft or DNBR should exceed their limits,
correetwe actions should be taken within 15
minutes. For this reason there are LPD alarm
duration exceeded and DNBR alarm  duration
exceeded alarms, set for 15 minutes. If an alarm
condition exists- for 15 minutes, this alarm will
set. This alarm is cleared once the alarm condi-
tion clears.

There are also provisions for annual violation
alarms on DNBR LPD, and licensed power.
COLSS has a tlmer which  keeps track of the total
amount of t1me .an alarm condition has been
exceeded. When the power limit alarm resets, the
clock does not reset but rather awaits the next
alarm condition, then adds the time of the new
violation to the total. If technical spec1ﬁcatxons
should specify a maximum amount of time per
year that the alarm condition can be in, similar to
the present requirement on CEA insertion lumts
the annual violations alarm will be set when this
limit is exceeded There is presently no such time
limit apphcable to COLSS, but the feature is
there. The annual duration timer must be manually
reset at the plant computer.
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12.3.8 Summary

COLSS continually calculates DNB margin,
peak LHR, AS], total core power, and azimuthal
tilt magnitude and compares the calculated values
to the limiting condition for operation on these
parameters.

COLSS, in conjunction with the CPCs, allow
the core to be operated at higher power densities
than previous designs.

USNRC Technical Training Center 12.3-17 Rev 1200
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~12.4 . Plant Protection Syﬁst{em
Learning Objéec’tives'
1. State the purpose- of the _reactor protection
system (RPS)

2. “State the purpose of the engmeered safety
features actuation system (ESFAS).

3. lixplain the purpose of each reactor trip.

4, ‘-Explain how the two (2) out of four (4) RPS
- trip logic is denved

- . logic.

6. List the operatlng hypasses incorporated into
- the Plant Protection System.

7 Explain the effect of placing an RPS trip in

- trip bypass.

8. 'Explain the operation of the low pressurizer }

pressure trrp crrcultry

9. Explain the operatron of the low Steam
g generator pressure trip circuitry.

lO Explarn the ESFAS logrc

l 1. Explam the purposes of the ESFAS signals.

. 12 4.1 Introductlon
(Frgure 12.4-1)

.
3 2

the extent of fuel damage, the extent of any

release of radioactive fission products from the -

Reactor Coolant System (RCS) boundary, and the
_extent of any release of this radioactive material to
- the environment where it then threatens the health

and safety of the general publrc There are several .
* temperature,

ways to limit the severity of an accident in these

5. Explam the reactor trip circuit breaker trip_

* terms. One way is to prevent or minimize' fuel

damage during an'accident, another is to contain
_any radioactive release such that it never reaches
the general envrronment

The Plant Protection System (PPS) is desrgned
"to sense abnormal occurrences and/or accidents in
the reactor plant and to initiate automatrc actions
to place the plant in a safe condition to maximize
the capability of plant systems to maintain the
integrity of the three fission product barriers. The
PPS can be broken down into two subsystems; the
Reactor Protection System (RPS) and the
Engineering Safety Features Actuatron System
(ESFAS)

The PPS recogmzes and protects the three
boundanes between “the “radioactive fission
products in the reactor ‘core and -the general
 public; the fuel cladding, the RCS system piping,
' and the Containment Bulldmg Engineered Safety
Feature (ESF) systems are specifically designed to
protect the integrity of these boundaries, thereby
ensunng that the health and safety of the public is
protected Specified ‘Acceptable Fuel Design
Limits’ (SAFDLS), Safety Limits,-and Limiting
" Safety System Settmgs (LSSS) ‘have been
established for this purpose.- "~ * " -

'During an emergency, the RPS rapidly inserts
the Control Element Assembhes (CEAs) to
shutdown the nuclear chain reaction to reduce the
~ heat generatron rate. This action limits peak fuel

* centerline and cladding temperatures along with

~RCS temperatures and pressures The ESFAS

) actuates valves, pumps,’ fans, and other plant

quxpment to enhance the ability of the plant to

The severity of a reactor accident depends on’ " protect the three fission product barriers.

12l4.2 ",“Rea'ctor I:rotection System

The Reactor Protectron System (RPS)

- monitors various plant parameters such as reactor

Reactor Coolant System (RCS)
pressurizer pressure,  steam
generator water levels and pressures and trips the

power,

USNRC Technical Training Center
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reactor when a limit is approached A reactor trip
under these circumstances is intended to maintain
the integrity of the fuel cladding and RCS
boundaries during any Anticipated Operational
Occurrence (AOQO) and limit offsite radiation
doses to within the limits of 10CFR100 during
, any design basis accident, In addition, the RPS
aids the Engineered Safety Features (ESF) in the
event of an accident by shutting down the reactor.

12.4.2.1 Design Basis
The RPS is designed to perform the following:

1. Prevent exceeding any SAFDLs during
any AOO. SAFDLs are limits on
monitored plant parameters which will
assure the integrity of the fuel clading.
Combustion Engineering has defined
Linear Heat Rate (LHR) and Departure
from Nucleate Boﬂmg Rauon (DNBR) as
the two SAFDLs of interest.

2. Comply with 10CFR50, Appendix A,
Criterion 21, which addresses protection
system reliability, testabmty, redundancy,
and independence. These features are
designed into the PPS such that:

a. No single failure will result in the loss
of protective function, and

b. Removal of any channel or component
from service will not result in loss of
the required minimum redundancy,
and

¢, The PPS can be penodlcally tested at
power without tripping the reactor or
causing any protective actuation
signals.

d. To comply A with the following

provisions of IEEE-279 Criteria for -

Nuclear Power Plants:

1.) Four independent measurement
channels are provided

2.) No single failure will prevent
protective action.

3.) System actuation on selected plant

' variables will be 2/4 coincidence.

4.) When one channel is out of
service, coincidence logic is
reduced to 2/3.

5.) Protective logic assumes the de-
energized state to trip.

6.) Manual reset is necessary once

__actuation is initiated.

7.)-Manual actuation is available and
independent of automatic
actuation.

8.) System can be tested with the
plant shutdown or operating.

9.) System functions requiring
operator attention or action during
routine plant operations " are
displayed and/or controlled on the
Main Control Board (MCB).

-Selected plant variables may be

‘manually blocked or bypassed
during plant startup and shutdown
evolutions.

11.) All manually blocked or bypassed
variables are automatically
unblocked when permissive
conditions no longer exist.

e. Toprovide adequate protection during
AQOO:s.

f. To" alert the operator when any
monitored plant condition is
approaching a condition that would
initiate protective action.

g. To'ensure that protective action will
not be initiated due to normal
operation of the generating station.

10.)

12.4.2.2 Reactor Trips
(Figures 12.4-2 & 12.4-3)

High Linear Power

The High Lim_;ali Power Trip provides reactor
core protection against rapid reactivity excursions
which might result from an ejected CEA.

" USNRC Technical Training Center -
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High Log Pov’vér‘frip‘

The ngh Log Power Trip assures the integrity
“of the fuel cladding and RCS boundary due to an
unplanned criticality from a shutdown condition,
which could be caused either by CEA w;thdrawal

or inadvertent drlunon of the RCS ' "

'Local Power Density (LPD)

..-linear heat rate (Kw/ft) in the limiting fuel rod in
. the core from -exceeding “the fuel de51gn limit in
the event of, any 'AOO. 'This trip setpoint is
calculated in ,the Core Protection Calculators
(CPCs) and is variable dependmg on plant
parameter cornbmatrons at any given t1me

_ Low Depar'ture' from Nucleate Boil_ing' Ratio

(DNBR)

< The Low Departure from Nucleate Boﬂmg
Ratlo trip prevents the DNBR in the hrmtmg
coolant channel in the core from exceedrng the
fuel design limit in the event of any AOO. .This

Arip setpoint.is calculated in the CPCs and is |

.. variable dependmg on plant - parameter
combinations at any given time.

s

.. . High Pressurizer Pressure }

The Hrgh Pressunzer Pressure Tnp, in-
- -conjunction with the Pressunzer and Mam Steam
safety valves, provides .RCS - over pressure
protection during a loss of load w1thout reactor
tnp ‘ S
Low Pressurizer Pressure Trip L
(Figure 12.4-4) P . o

3 LA

* The Low Pressurizer pressure Trip assists the
_ESF systems in the,event of a Loss. of Coolant

Accident (LOCA) by tripping the reactor early 1n"‘

- anticipation of reaching the ESF protective action , °
.. setpoint.

In addition to a LOCA, the- Low"

. SEE S B4 e ane n - w3 e

pressure trip could be caused by an excessive
cooldown or a Main Steamline Break (MSLB).
During plant depressurizations and cooldown, this

_setpoint can be manually reset to'a new setpoint
" 400 psia below existing pressurizer pressure to a
" ‘minimum of 100 psia. Below 400 psra the trip

may be bypassed

—_Low Steam Generator Pressure Trip -
pe e ) (Figure 12 4-5) -
The Local Power Density trip prevents the * S

i LT

A Low Steam Generator Pressure Trip
provides protection against an excessive heat
removal from the Steéam Generators and
subsequent RCS cooldown. The resulting RCS
cooldown représents an uncontrolled positive
react1v1ty addmon

Low Steam Generator Level Tnp

a1l L

- ALow Steam Generator Level Trlp from each
‘Steam - Generator provides - ‘protection - against
events 1nvolv1ng a mismatch between steam and
" feedwater flow. This trip ensures that a reactor
trip will occur before the Steam Generator heat
sink'is lost. It also ensures that' RCS ‘design

“pressure will - not be exceeded prior-to the time

that Emergency Feedwater can be supplied for
decreased heat removal events

) ngh Steam Generator Water Level Tnp

“. i e

A Hrgh Steam- Generator Water Level Trip
protects the turbine from excesswe morsture
carryover. : T

High Containment Pressure Trip =

The High Containment Pressure Trip provides
assurance that a reactor trip is initiated
concurrently with safety 1n_|ectron, containment
1solat10n and main stéain isolation signals. This

‘a}ds ‘in preventing éxceeding the containment
‘internal ‘design pressure during a design basis
"LOCAorMSLB.

USNRC Technical Training Center
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Steam Generator Low Flow Trip

The Steam Generator Low Flow Trip provides
protection against a Reactor Coolant Pump (RCP)
sheared shaft event and a steam line break event
concurrent with a loss of offsite power. It
monitors RCS flow on the primary side of the
Steam Generator to trip the reactor on loss of RCS
flow. This trip is necessary because the Core
Protection Calculator (CPC) generated DNBR
protection uses RCP speed sensors for RCS flow
indication and can’t sense a loss of flow due to a
sheared shaft incident.

Reactor Trip on Turbine Trip

Normally this trip is supplied to remove the
heat source from service by reactor trip when the
turbine is tripped in anticipation of a possible loss
of heat sink. The setpoint and need for this trip is
plant dependent. The need is determmed by the
existence of the Reactor Power Cutback (RXO)
system and the capacity, of the Steam Dump and
Bypass Control system. -

For plants that have the RXC system installed this
trip is not required for plant safety and is normally
- disabled.

Manual Reactor Trip

Manual reactor trip is provided to permit the
operator to trip the reactor manually from the
- Main Control Room per the design bases
requirements.

12.4.2.3 Reactor Trip Methodology
(Figures 12.4-6, 12.4-7. 124-8 &
12.4-9) -

Process instrumentation sensors monitor
- selected plant parameters and send status to the
RPS. This information is compared to bistable

setpoints for each input parameter to determine if |

an unsafe plant condition is being approached,

* each of the four PPS channels.

Plant Protection System

such as Pressurizer pressure decreasing or reactor
power increasing above operatidg limits. The
bistables convert the analog inputs into digital
outputs for use by the RPS coincidence logic
circuits to determine if a trip is necessary.

Coincidence logics are used to prevent a
single instrument failure from causing an
unnecessary reactor trip or preventing a needed
one. This is done by using four independent and
electrically separate sensor channels to compare
critical plant parameters to trip setpoints and by
basing protective action on at least two of the four
sensors exceeding their trip setpoints: - These
channels, designated "A", "B","C", and "D" each
have their. own' sensor with physically and
electrically separated signal leads, power supplies,
and bistables. A trip on one channel out of four
will only cause an alarm, but two or more
channels must trip to satisfy the 2/4 trip
coincidence logic and establish a reactor trip path.
Four input channels require six logic circuits to
check for a two-out-of-four coincidence. These
six coincidence circuits are called matrices. Each
two-out-of-four coincidence matrix has four

"normally ' energizéd matrix output relays

associated with it (6AB1, 6AB2, 6AB3, 6AB4
where the "6" prefix is the designation for the
RPS portion of the PPS; the ESFAS portion has a
different prefix). The four output relays for each
matrix each operate one fail-open (energized
closed) contact in each of four reactor trip paths
(e.g., contacts 6AB1,;'6AB2, 6AB3, 6AB4). A
reactor trip path consists of six contacts in series,
one for each associated matrix output relay. For
example, trip path 1 has six normally closed
contacts (6AB1, 6BC1, 6BD1, 6ACl1, 6CD1, and
6AD1) wired in series. These contacts are fed
from normally energized matrix output relays of
the same designation.

There are 15 different reactor trip bistables in
They can be
readily identified by the three red RPS bistable
relay indicating lamps immediately beneath them
that correspond to each bistable’s trip status in the
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assoc:ated logic coincidence matrices. - ‘Assume
- that' trip~ ‘bistables for channels "A" “and -"B"
monitor the same reactor trip parameter When
this parameter exceeds its trip setpoint, bistables
A" and "B" will trip, the "AB"matrix will detect
‘a 24 comcrdence and de-energlze its four matrix
output relays (6AB1 6AB2, 6AB3, and 6AB4).

: Contacts 6AB1, 6AB2, '6AB3, and 6AB4 w1ll farl

! open in the four tnp paths and remove power to
) four solid - state relays (SSRs) which drive
normally’ energlzed relays K1, K2, K3, and K4.
Note that just one coincidence logic matrix will
trip all four reactor trip paths. The purpose of a
© trip path is to let the Reactor Trip Switchgear
_(RTSG) circuits know that at least one matnx has
j trlpped mdrcatmg a coincidence trip in at least
©2/4 channels. "Note that each relay operates two
* reactor trip circuit breakers (TCBs).
1. KI' operates TCB1 and TCB5
2. K2 operates TCB2 and TCB6 -
) 3. K3 operates TCB3 and TCB7
4. K4 operates TCB4 and TCB8

o A"rea'ctor trip is accomplished by removing

) uelectrlcal power from the Control Element Drive

’ Mechamsm Control System (CEDMCS), which
will cause ‘the CEDMs to release the Control
Element Assemblies (CEAs) and allow thém to
drop into the core by gravity. The CEDMs are
powered from two 100% capacity CEDM Motor
Generator sets (CEDM MGs), both of which are
norrnally running in parallel. The power must

" pass through the eight TCBs, arranged 1n four "_
“The ~

parallel sets of two breakers in' series.
‘funcuon of the K relays isto tnp the TCBs when *
ﬁrequrred to remove power from ‘the CEAs,
" tripping the reactor K

The breaker tnppmg arrangement is called a
selective two-out-of-four scheme because not all

) possrble 2/4 TCB pair combinations will cause a
reactor trip. For example, ifK1'and K2 trip TCBs

2,6,1,and 5, the ‘reactor' will not trip since the

" CEDMs will femain energized via TCBs 3, 7,4, -
and 8. However, if K2 and K3 trip TCBs 2, 6, 3, *
and 7, then both power paths are interrupted and ©

. e - e .

la “ ‘.,--

- a reactor trip will occur. In other words, to trip
"the reactor, two of the four K relays must be de-
* energized as follows: (K1 or K2) AND (K3 or

K4). De-energizing only the K1.and K2 relays
will not trip the reactor, nor will de-energizing

only relays K3 and K4 tnp the reactor

+* Note " that the reactor - tnp functlon is de-

. energize to trip as required by the design bases.

The bistable’ outputs. de-energize,. which de-

" erergizes the -natrix output relays,” which de-
" energizes the K relays, which de-energizes the

“TCB undervoltage coils and energizes the shunt
trip coils, which opens the TCBs and de-energizes

o the CEDM coils, trippin’g the reactor. -

12 4.2.4 Loglc Matnces
(Flgures 12 4-10, 12. 4 11 12. 4-12 &
12 4-13) '
.«} *
"»Once a: logtc ‘matrix has determmed a2/4
" coincidence,- it -must ‘actuate"a reactor trip path.
The six logic inatrices are designated "AB", "AC",
"AD", "BC", “BD", and "CD". The "AB" matrix
monitors all trip signals from the RPS channel
"A" and channel "B" trip bistables. For example,

ifa trip in channel "A" Hi Linear Power occurs

comcrdent with a2 tr1p in channel "B" Hi Linear
‘Power, the matnx will trip. : The remaining
matrlces function in the same manner, comparing

* " their respective channels brstable trip relays for a

comcrdent tnp condition.”” .- -

Each matrix consists of brstable relay contacts

N connected in the form of a ladder. ‘Auctioneered

DC power supplxes ‘from - each channel are

“: connected in parallel to one end of the ladder.

Four matrix output relays, 6AB1, 6AB2, 6AB3,
and 6AB4, are connected in parallel at the other
‘end.” With this configuration, a failure of one of

" the power supphes will not result in a complete

matrlx “trip; however, two relays will trip and
-cause two K relays to de-energize, tripping half
‘the RTBs (this i is not enough to trip the reactor).
“This srtuauon can occur on loss of a single 120
"-VAC power supply failure: When a logic matrix
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does trip, its four matrix output relays will de-
energize. The matrix output relays open contacts
in four trip paths and de-energize the four K relays
to initiate a reactor trip., .

In Figure 12.4-10, the "AB" matrix for reactor
trip is shown with no trip signals present. Current
flows down both legs of the ladder through the
closed bistable relay contacts, energizing the four
matrix output relays, 6AB1 through 6AB4, at the
bottom of the ladder.- All of the bistable relay
indicating lamps are off. Note that the bistable
relay lamps are red light emitting diodes (LEDs).
These red LEDs turn on when the bistable trips.

This differs from other RPS indicating lights

which usually de-energize, or go off, on a trip.

Figure 12.4-11 shows the "AB" matrix with a
Hi Linear Power Trip in channel "A". The
channel "A" Hi Linear Power Trip bistable relay
contacts at the top of the ladder have opened. The
four matrix output. relays. remain energized
through the right side of the logic matrix. The
"AC" and "AD" matrices would be in the same
configuration with a trip in channel "A" High
Linear Power.

In Figure 12.4-12, the effect of adding a High
Logarithmic Power Trip in channel "B" with a
High Linear Power Trip in channel "A" is shown.
The path across the matrix ladder allows the
matrix output relays to stay energized, preventing
a reactor trip in the case where tripped bistables
are not for the same trip function. The three LED
bistable relay indicating lamps will be illuminated
under the HI LN PWR window in channel "A"
and three under the HI LOG PWR window in
channel "B".

See Figure 12.4-13 for a valid. reactor trip
condition in which both channels "A" and "B"
have aHigh Linear Power trip condition (bistables
Al and Bl tripped).. - When the -Al and Bl

* bistables trip, they each de-energize three bistable
relays: The contacts for bistable relay Al-1 arein
.- the "AB" matrix. Those for A1-2 and A1-3 are in

Plant Protection System
the "AC" and "AD" matrices, respectively.
Slrmlarly, theBl 1,B1-2, and B1-3 bistable relay
contacts- are in the "AB", "BC", and "BD"
matrices, respectlve]y

As a result of the Al-1 and Bl 1 contacts
being opened power is lost to the four matrix
output relays, 6AB1, 6AB2, 6AB3, and 6AB4.
The de-energized matrix output relays will open
contacts in trip paths 1, 2, 3, and 4 (refer to figure
14), de-energizing the four K relays, which will

- trip open the RTSG TCBs.

. Itshould be noted that if two or more dxffcrent
trips come in on a matrix ladder at the same time,
only the hlghest (uppermost) bistable indicating
lights will be illuminated due to the matrix contact
arrangement. For example if the reactor trips on
Low Steam Generator Level then initially the
bistable relay. mdlcatmg lights for Low Steam
Generator Level will come on. If, as the reactor
trips, the Hi LPD trip also comes in, then the final
state will show the bistable relay indicating lamps
on for only the Hi LPD trip but not for the low
Steam Generator Level trip. This means that the
RPS front panel 1nd1cat10n related to the matrix
output relay lamps cannot be used as a "first out"
indication. — '

124.2.5 Oberating Bypasses
(Figure 12.4-14 & 12.4-15)

Operating bypasses have the following
characteristics: .. ,

1. Performed during normal plant operations
to bypass certain trips to permit plant
operation during startup, shutdown and
low power testing conditions.

2. Affects 4/4 protection channels for a
particular trip function.

3. Generally done via key switches in the
Control Room. May also be done by

_ pushbuttons or automatically.

4. Generally have individual

associated with the bypass.

alarms
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' 'Note: The penodtc resettmg of the Low
. . Pressurizer pressure and Low Steam

Generator pressure setpomts duringa

cooldown is not con51dered as an
operatmg bypass since the trips are

.stlll in effect but at a different

setpornt _‘ o

’ The followmg 1s a ltst of ‘the PPS operating
1 The CPC tnps (DNBR and LPD) have an
" operating bypass to allow system tests at
low power when pressunzer pressure may
" be low or the RCPs may be off. The
bypasses are accomplished by key
switches on each of the four CPC Remote
Operators Modules. The - trip * will

... automatically reinstate,
. 2. The - High Loganthmlc Power Trip has an

‘,operatmg bypass to a]low the reactortobe -

brought to the power range in a controlled

" manner during a reactor startup. The -
bypass is accomphshed ‘by ‘depressing
pushbuttons on’ each of the four PPS

" Rémote Operators Modules The tnp will
automattcally remstate

3. The RPS/ESFAS Pressurizer Pressure
Trip/Safety Injection Signal (SIAS) has an

_ operating bypass to allow system testing
" at low pressure and to allow heatups and
cooldowns with shutdown CEAs

: wrthdrawn and - thhout actuatmg an
unnecessary -SIAS." The™ bypasses! are

accomphshed by key switches on each of
the four PPS Remote Operators Modules.

' 4. The Low Steam Generator Flow Trip is

bypassed to allow CEDMCS matntenance

. “withalow flow condition in the RCS. The -
’ kbypass is accomplished by kéy switches -

_on each of the four PPS Remote Operators
", Modules.

5. “The' ngh Steam Generator Water Level .

‘Trlp is bypassed to accommodate Steam
v, Generator level ‘control swings “during
" startup wrthout causmg areactor tnp The

- e sy

bypass is accomplished by key switches
on the PPS Remote Operators Module.
The’ Reactor Trip on Turbine Trip is
“bypassed if the Reactor Power Cutback
Systein is available. The trip is bypassed
in total fromthe reactivity control station.
- Individual channels may be bypassed by
key ' switches on - the .PPS : Remote
“* Operators Module ’

12.4.2.6 Trip Channel Bypasses
(Figure 12.4-16) - S

" Trip channel bypasses have the followmg
characteristics: -

1 May be done to only one channel at atime

- for a particular trip function for testing,
" maintenance, or removal from service due
to 1noperability

2. Affects "1/4 protection channels for a

T partrcular trip function. Attemptmg to
* bypass ‘two’ ‘channels’ at the same time
* unbypasses both channels: -,

. ‘_All trip charinel “bypasses annunciate a
common alarm in the control room.

All trip btstables have Tnp Channel Bypass
capability to remove them from service for
maintenance or testing.--When oné channel’s
bistable, for a particular trip function, is in Trip
Channel Bypass, the trip logic is converted to 2/3
by relying on the three remaining ‘channels. This
bypass is both initiated and removed manually by
toggle action pushbuttons (shown on Figure 12.4-

. 8)."There is an electrical interlock which allows
‘only one channel for a given trip function to be

bypassed-at a time. Attempting to place two
bistables in Trip Channel Bypass for a given trip
function will result in both bistables defaultmg to

. an unbypassed condition. P .

:12.4.2.7 . -CEA Withdrawal Prohibits

- (Figure 124-17) . .' T

CEA Wrthdrawal Prohrblt (CWP) signals are
designed to increase plant availability by
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prohibiting CEA withdrawal when certain pretrip
conditions exist. No credit is taken for CWPs in
the safety analysis. A CWP signal is sent to the
Control Element Drive Mechanism Control
System (CEDMCS) where it blocks CEA
withdrawal in all mode except MANUAL
INDIVIDUAL. CWPs are processed via the PPS
and include a CWP generated- by 2/4 Hi
Pressurizer Pressure pretrips and several CWPs
generated within the CPCs.

CPC-generated CWPs are:

2/4 low DNBR or High LPD Pretrips.
Regulating subgroups deviation.
Regulating group out of sequence.
Excessive Part-Length CEA insertion.
Single CEA deviation (CEACs).

s

The CPC generated CWPs are automatically .

bypassed if power decreases below the range of
7.0E-5% and 10E-4% power to allow reactor
startup operations since the CPCs cannot
accurately calculate, DNBR and LPD pretrips
below that power level to actuate CWPs in a
reliable manner. The Hi Pressurizer Pressure CWP
is not bypassable.

12.4.2.8 PPS Testing. -

Power Trip Test Interlock

Since the Four Nuclear ' Instrumentation
system safety channels input to the CPCs, an
inoperable safety channel would render the
affected trip circuits inoperable: To ensure

conservatism, there is an interlock between the ..
CPCs and the safety channels such that an-
inoperable safety channel will force the DNBR.

and LPD trip circuits to the tripped condition.

Safety channel trouble conditions that will
actuate the Power Trip Test Interlock are:

1. Safety channel high voltage low.

2. Loss of safety channel drawer voltage.

3. Loose or removed circuit card in the
safety channel drawer.

4. Calibrate or test safety channel drawer
switches out of either the "OFF" or
"OPERATE" positions.

In addition to the Power Trip Test interlock,
there are other trip test interlocks associated with
the safety channels. Since the safety channels
input to the PPS for Hi Linear Power and Hi Log

. Power Trips, taking the LINEAR CALIBRATE

switch out of "OFF" will cause a HI Linear Power
trip in the affected channel and taking the LOG
CALIBRATE switch out of "OFF" will cause a Hi
Log Power trip in the affected channel.

CPC Test Enable
Before going into test mode, both the DNBR

and LPD functions are placed in Trip Channel
Bypass. This enables power to the CPC test

-circuitry and bypasses the DNBR and LPD

channel trips to allow testing. A key switch
allows access to the, CPC for testing. A test

teletype is connected to the CPC channel to

facilitate the testing. The teletype may also be
used to to dump a CPC trip buffer report
following a reactor trip.

12.4.2.9 PPS Testing Design Features

. The RPS has been de51gned to be functionally
testablc both at power and shutdown. The entire
protective sxgnal flow path is testable. The input
sensors are continually checked during normal
operation by comparing the outputs of similar
channels and cross-checking them with related
instruments. During extended shutdown and
refueling periods,- the sensors are checked and
calibrated against known standards. This testing
covers the sensor up to where it enters the RPS.
RPS testing covers the entire RPS scope
beginning with the sensor output where it enters
the RPS, extending all the way through the
protective system, and ending with the final
actuation devices (TCBs). For convenience of
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a testmg, the protectlon circuit (sxgnal flow path)  atimedue to’the'hardwirihg of switches. Like the

’ testing is done m an overlappmg fashlon by bistable trip relays, the matrix output relays are

d1v1dmg the protechon c1rcu1t testing into three  also double-coil relays! To allow testing, these
segments: bistable testmg, logic matrix testing, test coils are wired as aiding coils (same polarity
" and tnp path testing. Each segment overlaps - as the primary coils); that is, they will maintain
adjacent segments such that performing all three - the matrix ‘output relay contacts in the energized
" segments mdmdually ensures that the overall - state even if the primary coil is de-energized. The

"~ circuit path is tested and operable and that no part design intent of the test switches is to increase

cof the circuit is, ormttcd - o *. testing reliability and minimize the probability of

a'spurious reactor trip. The testing process checks

"‘Bistable Testing - - S that the bistable trips are capable of opening the

'?necessary ‘contacts in the matrix ladder:to de-
The bxstable testmg will verify that'the - energize the matrix output relays. The test coils
~ bistable comparator cards actuate their respective " -energizing ensure : that the K relays stay energxzed
trip relays at the proper setpoints. -The bistable .’ and that the TCBs remam closed.
relays, the matrix relays and the ESFAS actuation -

““relays are double-coil relays, that is they have - Tnp Path Testmg

* both pnmary ‘and secondary coils. The primary ~ ° ‘ <

c01l is fed by, the norma.l "actuation input signal. " The trip path testing will open one of the four
The secondary coil i 1s a test c011 that can generate mp paths (six senes contacts) and actually trip
a ﬂux that is either the same polamy as the - one set of two- series “TCBs.” However, the
pnmary c01] ¢ aldmg“) or the opposne polarlty remaining three sets of TCBs will maintain power

A ("buckmg") Forablstable relay, the prlmary ‘coil - to CEDMCS and ‘the reactor will not'trip. The

.is fed from a process 1nput sensor via a driver, methodology uses matrix testing but allows the
while the test coil generates a bucking magnenc output aiding test coil for the matrix under test to
flux. Thus, energizing the test relay will causethe < be de-energized.” The bistable relay bucking test

. magnetic fluxes to "cancel out" and the relay will -- coils then ‘will be energized simulating a- trip

go to its de-energized, tripped position.  Any  condition which “then will“:de-energize” the
bistable can then be "tripped” by energizing the * appropriate K}elay and open' one set of TCBs.
test coxl for that partlcular bistable trip function T .

" without’ affectmg the primary coil or its mput Manual Trip Test N X
sensor 51gnals - s -

) The Manual Tnp Test is accomphshed by

Matrix'Testing . R 51mply pushing one of the four manual

. ""REACTOR TRIP pushbuttons Pushing only one
Each matrix and each pa1r of ladder contacts pushbutton will ‘open the two associated TCBs

", within the matrix is “individually tested byh" without causing'a reactor trip.” This function is

mampulatnon of switches and pushbuttons located *° done dxrect from the Control Board to the RTSG

: on the six Matrix Test Modules (MT Ms).” “The~ 4and does not pass through the PPS.”

~ MTMs are separate_and mdependent such that"!" The *four REACTOR’ TRIP pushbuttons are

~ each MTM only tests one matrix. Addltlonally arranged in'two sets of two, each set on a different

testing is limited to a single RPS trip function at- - control panel. Pressmg both pushbuttons ateither
- - “Jocation will cause an actual reactor trip.-
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12.4.3 Engineered Safety Features
Actuation System
(Figure 12.4-19)

The Engineered Safety Features Actuation

System (ESFAS) and associated - Engineered .

Safety Features (ESF) systems are designed to
ensure that accident consequences are kept within
acceptable limits. The ESFAS generates actuation
signals for the ESF and ESF support systems.

Like the RPS, the ESFAS receives sensor
inputs to feed bistables, 2/4 coincidence logic
matrices, and trip paths to: actuate  devices.
However, the RPS and ESFAS differ in their trip
actuation devices. While the RPS trip signals
actuate the RTSG TCBs, the ESFAS trip signals
actuate various ESF system components, such as
valves, pumps, and fans., Additionally, some of
the RPS trip bistables are shared between the RPS

and the ESFAS. Thesecan be readxly identified by |

refering to the Bistable Control Panel (BCP)
bistable relay matrix trip status lamp section of the
' BCP as shown in Figure 12.4-8. Note that the
shared bistables have a total of six RPS and ESF
matrix trip status lamps and include the LO PZR
PRESS, LO SG-1 PRESS and LO SG-2 PRESS
bistables: In addition, there are five trip bistables
that are used exclusively by the ESFAS. These are
indicated on the BCP by having only three ESF
matrix trip status lamps and include HI CTN
PRESS, HH CTN PRESS, LO RWT LEVEL, HI
SG-1-DP, and HI SG-2 DP bistables.

..Sensor inputs are sent: to trip normally
- energized bistables. These bistables use the same

type of bistable comparator cards and bistable

relay cards that the RPS bistables use. However,
while RPS bistables use two bistable relay cards,
ESF bistables use three bistable relay cards due to
the additional outputs required for .the two
“selective 2/4 logic schemes. ‘Like the RPS the
ESFAS bistables de-energize to actuate ladder
contacts in six different matrices with each matrix
having four normally energized matrix output
relays that open normally closed trip paths. Each

trip path consists of six contacts in series, with
each contact bemg fed from a 2/4 coincidence
matrix. _An open trip path actuates redundant
SSRs (except SIAS 'and CIAS which use
mechanical. re]ays) which then send two

‘independent trains of ESFAS signals to relays in

each of the two Aumhary Relay Cabinets. The
Auxrllary Relay Cabinet relays then
independently actuate their two trains of ESF
system components. CIAS and SIAS use
mechanical relays versus solid-state relays due to
the larger current-carrying capacity of the
mechanical relays which then support the larger
number of plant loads operated by the CIAS and
SIAS functions.

Unlike the RPS all ESFAS srgnals (except
Emergency Feedwater Actuation Signal), once
actuated, de-energlze a "lockout"” relay that opens
a contact in the trip path to maintain the ESFAS
actuation relays de-energized even if the actuating
bistables reset and the matrix relays later re-
energize. This ensures that the ESF system
remains in its safeguards lineup until deliberate
manual action is taken to reset its lockout relay
and restore the associated ESF lineup.

All ESFAS signals except RAS may be
manually initiated from the Control Room from
two physically separated portions of the Main
Control Board via pushbuttons (Emergency
Feedwater Actuation System has switches).
These pushbuttons are normally closed contacts in
the trip paths. Depressing either set of pushbuttons
will initiate both trains of ESFAS. The two
ESFAS pushbuttons for a given function need not
be pushed simultaneously due to the action of the
lockout relays. All ESFAS signals, mcludmg
RAS, can be manually actuated at the Auxiliary
Relay Cabinets. However, the two ESFAS
MANUAL TRIP pushbuttons for a given function
must be pushed simultaneously.

Note: Even though SIAS and CIAS share the
same trip paths, they have separate
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- - manual actuations, and manual SIAS does closes valves in"non-essential piping lines

NOT cause CIAS R ' penetrating the containment boundary to maintain
‘ ’ containment integrity and preclude releases of
12.4.3.1 Design Bases . - - radioactivity to the environment. It also precludes

- releases of radioactivity to the reactor auxiliary
Since both the RPS and the ESFAS arepan of the - “building and the control room, which' would
PPS they have the same desngn bases ' restrict operator-accessibility and hamper post-
T accident recovery efforts
, 12432 ESFAS Signals (Figure 12.4-18)- B

e - - R Contamment Spray Actuatlon System (CSAS)

y Safety Injection Actuat_ion (SIAS) R e
o ’ ) ’l‘he CSAS “is: generated by hlgh-hrgh
" The SIAS is generated by hlgh containment * "containment * pressure * coincident with.-.an
pressure or by low pressunzer pressure Low automatic SIAS (a manual SIAS will not pcrmit
pressurizer pressure is interpreted as either an ~an automatic actuation of CSAS; however, an
RCS Loss of Coolant Accident (LOCA) oraMain  automatic SIAS should have actuated before the
. Steam Line Break (MSLB) induced RCS CSAS). This ensures that failure of both CSAS
cooldown, which could be adding posmve high-high containment pressure transmitters
reactwrty in ah uncontrolled manner. -~ High - would not, by itself, cause a CSAS. Protection
* containment pressure is interpreted as either an : against this particular instrument failure scenario
‘RCS LOCA or a MSLB. In either case, SIAS  isnecessary because the caustic spray solution can
will Zisolate RCS ‘letdown, shift the charging: cause significant damage-to components :and
. pumps into emergency boranon mode, start two  electrical cabling inside containment and require
high head safety injection pumps ‘and two low - " significant. amounts .of time and money for
head safety injection pumps to inject cool borated <" cleanup and restoration purposes. Recall that the
~  RWT water into the core to keep the core cooled, - containment is the third and final fission product
. covered, and shutdown. 'In doing so, it will = barrier protecting the health and safety of the
mirimize the damage to the fuel cladding due to © general public. ; As long as its internal design
excessive decay heat relative to heat removal  pressure is not exceeded, the containment leakage
_ capabilities. It will also reduce reactor powerand  rates under ‘accident conditions will maintain
“decay heat generation rates to very low levels - offsite doses within acceptable ranges as assumed
_thereby limiting the peak pressure *“and -+-in the safety analyses. However, any large RCS
temperature in the containment. This i is done to7: LOCA or MSLB inside containment. with its
‘maintain the" integrity " of the containment ~ - Tesulting steam release to the containment

boundary and preclude releases of radicactivity to™ - atmosphere could possibly over pressurize the
the environment. containment and compromise its integrity. To

3

T S protect against these DBAs, containment high-

Containent Isolation Actuation Signal (CIAS) “high pressure is interpreted as a large RCS LOCA
. or MSLB, and containment spray is initiated to
g The CIAS is generated by hlgh contamment ++ condense atmospheric steam in the containment
pressure or by low pressurizer pressure. The CIAS -~ ‘atmosphere, thereby reducing peak pressure and
interprets the low pressurizer pressure event as’ temperature for containment integrity purposes.
either an RCS LOCAor a MSLB. High S o
contamment pressure is also interpreted as either
an RCS LOCA ora MSLB It automatrcally

i

s e . - - e
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Main Steam Isolation Signal (MSIS)

The MSIS is generated by either high
containment pressure or low steam pressure on
either steam generator. Both of these conditions
are interpreted as MSLBs; therefore, MSIS will
close the main steamline isolation valves and the
main feedwater isolation valves to isolate and
terminate the steam release to the maximum
extent possible. In addition, emergency feedwater
isolation valves and flow control valves are closed
in an attempt to stop feeding the break and to
-minimize the high energy mass relcase/blowdown
to the containment.

Emergency Feedwéter Actuaiion Signal
(EFAS-1 and EFAS-2)

The EFAS is generated by a low steam
generator level (in the narrow range) coincident
with that steam generator’s pressure being above
the MSIS setpoint (variable) - OR that steam
generator being the highest pressure generator if
an excessive steam generator pressure differential
pressure exists. The level and pressure logic is
designed to feed an intact steam generator and to
prevent feeding a faulted steam generator. For
preservation of heat sink,.if an MSIS (closes
emergency feedwater isolation” valves) and a
EFAS (opens emergency' feedwater isolation
valves) are present at the same time, the EFAS
will override an MSIS in the higher pressure
steam generator. The higher pressure steam
generator is interpreted to be intact as long as its
steam pressure exceeds the other steam generator
by a set amount.

There are two separate actuation signals, one
- for steam generator number one and one for steam
" génerator number two. 'Each EFAS has two
trains. The actuation signals are interpreted as
" MSLBs and will start the emergency feedwater
pumps, close the steam generator

Plant Protection System

_ blowdown isolation valves, open the emergency

feedwater isolation valves, and send a permissive
open to the flow control valves, which will then
cycle on steam generator level.

Since the EFAS systems must be capable of
starting and stopping feed automatically based on
steam generator level, the emergency feedwater
flow control valves and isolation valves do not
lock out (and do not need to be reset manually).
To accommodate this design, the EFAS manual
actuation pushbuttons are maintained contact
switches rather than momentary contact
pushbuttons like the other ESFAS signals.

Recirculation Actuation Signal (RAS)

The RAS is generated by RWT low water
level and is mterprcted to mean that alarge LOCA
is in progress since that is the most likely cause
for a large drop in the RWT level. It is further
assumed that this water has been transferred via
safety injection into the ESF sump. Ineithercase,
any pumps takmg suction from the RWT will
soon lose net posmve suction head and suffer
cavitation damage. Therefore, this signal will trip
the low pressure safety injection pumps, to
prevent vortexiilg in the ESF sump due to their
high capacity flow rate, and shift the suctions of

.the containment spray pumps and the high

pressure safety injection pumps to the ESF sump
to allow a long-term water source for the

operating ESF system pumps. The RWT suction

valves must be shut manually to isolate the
emptying tank from the pump suctions.

12.4.3.3 Operating and Trip Channel
Bypasses .

There are only two bypasses associated with
the ESFAS; an operating bypass on SIAS (low
pressurizer pressure) and a trip channel bypass.

The low. pressurizer pressure SIAS is
operationally bypassable to allow controlled plant
cooldowns (which would otherwise be interpreted

USNRC Technical Training Center
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as accident-induced depressurizations) without
invoking protective action that is not needed.

The trip bypass is identical to the reactor trip
bypass for the corresponding low pressurizer
pressure trip functions. In fact, the RPS and
ESFAS bypasses on this function are integral.
When the trip on low pressurizer pressure is
operationally bypassed at the RPS the SIAS is
also bypassed.

12.4.3.4 ESFAS Testing

Like RPS testing, ESFAS testing is performed
in an overlapping manner such that the overall
protection circuit is functionally tested. The final
actuation devices in this case, however, are not the
TCBs but the plant components actuated by the
ESFAS signals.

Bistable Testing

ESFAS bistable testing is identical to RPS
bistable testing.

Matrix Testing

ESFAS matrix testing is identical to RPS
matrix testing except that the ESFAS positions of
the test switches are used instead of the RPS
positions.

Trip Path Testing

ESFAS trip path testing is identical to RPS
trip path testing except that the ESFAS positions
of the test switches are used instead of the RPS
positions. With the exception of ESFAS, no
components are actuated by trip path testing since
only 1/4 trip paths are tripped at a time which
does not satisfy the selective 2/4 logic scheme
employed in the ESFAS.

LR R g e

ESFAS Actuation Relay Test " :

This test verifies proper operation of a single

 actuation relay at a time by de-energizing its coil.
_The actuation relay. is de-energized andits
components are actuated. . Once the test circuits

are removed the individual actuated components
may be reset. ‘ S
ESFAS Lockout Reset Test =

This test verifies’ praopéf,,oper‘étidjﬁa of ‘the
lockout relays and pushbuttons.” The test enables
both ESF actuated equipment and control room

annunciation. Each Lockoutrelay and pushbutton
is tested separately.

ESFAS Manual Actuation Test

This test is performed simply by depressing
one manual ESFAS actuation switch and
observing that the ESFAS function’s local on
indication goes out with appropriate control room
annunciation due to the trip path being opened.
No components should actuate since the 2/4 logic
is not met.

124.4 Summary

The Plant Protection System is comprised of
the Reactor Protection System and the Engineered
Safety Features Actuation System.

The Reactor Protection System monitors
various plant parameters and trips the reactor
when a parameter limit is‘being approached. A
reactor trip is intended to maintain the integrity of
the fuel cladding and Reactor Coolant System
boundaries during any Anticipated Operational
Occurrence and limit offsite radiation doses to
within 10CFR100 limits during any design basis
accidents.
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The Reactor Protection System aids the
Engineered Safety Features Actuation System in
the event of an accident by shutting down the
reactor. This reduces the reactor heat generation
and steam generation rates to ensure that the heat
loads are maintained within the capabilities of the
Engineered Safety Features Actuation Systems
design requirements.

The Engineered Safety Features Actuation
System and associated Engineered Safety Features
systems are designed to keep the consequences of
an accident within acceptable limits.

USNRC Technical Training Center 124-14 .. Rev 0201
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